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Preface
These Bid Solicitation Documents have been prepared for use by the EMERGENCY RESCUE SERVICE (RESCUE-1122) Khyber Pakhtunkhwa through Procurement of Goods, Works & Services Rules 2014 Provisions, which are intended to be used and will remain unchanged are in Part-One, these includes Instructions to Bidders (ITB) and General Conditions of Contract (GCC).

Part - Two has five sections. Any amendment or variation in the Instructions to Bidders (ITB) and the General Conditions of Contract (GCC) in Part-I, regarding contract data and procurement specific provisions, will be carried out in Bid Data Sheet (BDS) & Special Conditions of Contract (SCC) respectively in Part-Two: Section- I which includes Invitation For Bid (IFB), Bid Data Sheet (BDS) & Special Conditions of Contract (SCC). Part - Two: Section-II includes Technical & Financial Evaluation Criteria for the bidder and the intended Goods. Part- Two: Section-III further includes Schedule of Requirements, Technical Specifications and Ancillary Services. Part-Two: Section-IV also contains standardized Sample Forms and Schedules to be submitted by the bidder; and Part-Two: Section V contains in the end, exceptions to the list of eligible countries for the procurement activity under consideration.

Each section is prepared with notes [in italics] intended only as information for the Purchaser or the person drafting the bidding documents. They shall not be included in the final documents.







RELIEF, REHABILITATION & SETTLEMENT DEPARTMENT
GOVERNMENT OF KHYBER PAKHTUNKHWA

INVITATION FOR BIDS (IFB)
(FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) UNDER FRAMEWORK CONTRACTING ARRANGEMENT)

1. The Relief, Rehabilitation & Settlement Department (RR&SD), Government of Khyber Pakhtunkhwa invites bids from eligible firms/manufacturers/authorized suppliers through the E-Pak Acquisition & Disposal System (E-PADS) (https://kp.eprocure.gov.pk) for Fabrication of Ambulances and Fire Tender (Fire Truck) of Emergency Rescue Service (Rescue-1122) Khyber Pakhtunkhwa.
1. The procurement shall be undertaken under a Framework Contracting arrangement in accordance with the provisions of the Khyber Pakhtunkhwa Public Procurement Regulatory Authority (KPPRA) Rules, 2014 (as amended from time to time).
1. The detailed Schedule of Requirements (SoR), including specifications, and delivery requirements, is provided in the Bidding Solicitation Documents (BSDs). Under this Framework Contract(s), procurements shall be executed through call-off orders based on actual requirements during the contract period. 
1. Interested bidders shall submit their bids through E-PADS on or before 11th May 2026 at 1400 hours. The bids will be opened electronically on the same day at 1500 hours in the presence of bidders or their authorized representatives who choose to attend at the office of the undersigned. 
1. A Pre-Bid Meeting shall be held on 30th April 2026 at 1100 hours in the committee room of Relief Rehabilitation & Settlement Department with interested bidders who choose to attend. 
1. Procurement shall be conducted under the Single Stage – Two Envelope Procedure, in accordance with KPPRA Rules, 2014 (as amended from to time).
1. Bid security @ PKR. 1.0-Million per lot (for which the bidder choose to apply) shall submit in the shape as specified/allowed in the KPPPRA Act/Rules in the name of Director General Emergency Rescue Service (Rescue-1122) Khyber Pakhtunkhwa. Non-submission of the bid security shall render the bid as non-responsive.
1. Interested bidders shall submit their Technical and Financial Bids through E-PADS. Submission through E-PADS is mandatory, and any bid not submitted electronically shall be considered non-responsive. However, a hard copy of the Bid shall be submitted to the office of Incharge Procurement Cell RR&S Department for evaluation, Audit & Record Purpose.
1. The bidders must fulfill all eligibility and qualification criteria as specified in the Bidding Solicitation Documents.
1. The bidder may apply for any single lot or for all lots, as specified in the SOR of BSD, at their discretion.

1. Detailed Bidding Documents, including Schedule of Requirements (SoR), technical specifications, BOQs, framework agreement conditions, and other terms & conditions, are available at:
https://kp.eprocure.gov.pk
www.kppra.org.pk
https://reliefdepartment.kp.gov.pk/ 
	https://rescuekp.gov.pk
	https://dastak.kp.gov.pk/
1. The Procuring Entity reserves the right to reject any or all bids at any time prior to acceptance of a bid in accordance with Rule 47 of KPPRA Rules, 2014 (as amended).





Part-One

FIXED CONDITIONS OF CONTRACT



1. [bookmark: 1._Instructions_to_Bidders(ITB)]Instructions to Bidders (ITB)
2. General Conditions of Contract (GCC)

6



























Bidders are advised to read the contents of the Instruction to Bidders (ITB) carefully for filling up the Bidding Documents properly in order to become responsive.















[bookmark: PART-ONE][bookmark: INSTRUCTIONS_TO_BIDDERS_(ITB)]PART-ONE INSTRUCTIONS TO BIDDERS (ITB)





1. [bookmark: 1._Scope_of_Bid]Scope of Bid

Instructions to Bidders (ITB)

Director General EMERGENCY RESCUE SERVICE (RESCUE-1122) Khyber Pakhtunkhwa invites bids for supply of FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) mentioned in the Schedule of Requirements along with Technical Specifications and related services incidental thereto to meet the requirement of EMERGENCY RESCUE SERVICE (RESCUE-1122), Khyber Pakhtunkhwa with Bid Reference Number for the procurement activity as mentioned in Bid Data Sheet (BDS).

Means of communication for the bidders will be true and original signed copies of documents and letters to be submitted either in person or through registered post/courier service with proof of receipt. Phone, fax, telex and email can be used only for information/inquiry purposes.

2. [bookmark: 2._Source_ofFunds]Source of Funds
The client as mentioned in the Bid Data Sheet (BDS)

3. [bookmark: 3._Eligible_Bidders]Eligible Bidders
This Invitation for Bids (IFB) for purchase of relief items open to all eligible firms as mentioned in the Bid Data Sheet (BDS) and more specifically described in the Schedule of Requirement in Part-Two: Section-III of these Standard Bidding Documents.

Government-owned enterprises in Pakistan may participate only if they are legally and financially autonomous and authorized to participate in bidding.

The authorized dealer must possess valid authorization from the Principal Manufacturer. However, in case of Manufacturer, they should have a documentary proof as per standards applicable or as prescribed in the Bid Form 3B: Section IV of these Standard Bidding Documents to the effect that they are the Manufacturer of the required specifications of Goods.

Bidders under a declaration on judicial stamp paper of ineligibility for corrupt and fraudulent practices issued by any Government (Federal, Provincial or Local) or a public sector organization are NOT-ELIGIBLE.
A Bidder shall not have a conflict of interest. All bidders found to have conflict of interest shall be disqualified. Bidders may be considered to have a conflict of interest with one or more parties in this bidding process, if they:
(a) Are or have been associated in the past, with a firm or any of its affiliates which have been engaged by the Purchaser to provide consulting services for the

preparation of the design, specifications, and other documents to be used for the procurement of the uniform and protective clothing to be purchased under these Standard Bidding Documents; or

(b) Submit more than one bid in this bidding process, except for alternative offers permitted under ITB Clause 15.6 of these Standard Bidding documents. However, this does not limit the participation of subcontractors in more than one bid.

Bidders shall provide such evidence of their continued eligibility satisfactory to the Purchaser, as the Purchaser shall reasonably request.
4. [bookmark: 4._Corruption_and_Fraud.]Corruption and Fraud.
The Government of Khyber Pakhtunkhwa defines Corrupt and Fraudulent Practices as “the offering, giving , receiving, or soliciting of anything of value to influence the action of a public official or the supplier or contractor in the procurement process or in contract execution to the detriment of the Procuring agencies; or misrepresentation of facts in order to influence a procurement process or the execution of a contract, collusive practices among bidders (prior to or after bid submission) designed to establish bid prices at artificial, non-competitive levels and to deprive the Procuring agencies of the benefits of free and open competition and any request for, or solicitation of anything of value by any public official in the course of the exercise of his duty”

Indulgence in corruption and fraudulent practices is liable to result in rejection of Bids, cancellation of contracts, debarring and blacklisting of the Bidder, for a stated or indefinite period of time.

5. [bookmark: 5._Eligible_Goods_and_Services.]Eligible Goods and Services.
All goods and related services related to be supply under the contract shall conform to the policies of the Government of Khyber Pakhtunkhwa in vogue. All expenditures made under the contract shall be limited to such goods and services. For purposes of this clause, (a) the term “Goods” includes any goods that are the subject of this Invitation for Bids and (b) the term “Services” includes related ancillary services such as supply, transportation, installation, insurance, port releases, after sale service etc.
6. [bookmark: 6._Cost_of_Bidding.]Cost of Bidding.
The Bidding Documents will be available from the date of publishing of the IFB and will be available up-to the period as mentioned in the Bid Data Sheet. The Bidder shall bear all costs associated with the preparation and submission of its bid, and the Procuring Entity shall in no case be responsible or liable for those costs, regardless of the conduct or outcome of the bidding process.

7. [bookmark: 7._Bidding_for_Selective_Items.]Bidding for Selective Items.
A Bidder, if he so chooses, can bid for selective items in purchase of items from the list of goods) provided for in the Schedule of Requirements. However, the firm will be evaluated separately for each items as per evaluation criteria for both categories mentioned in the SBD’s.





8. [bookmark: The_Bidding_Procedure][bookmark: 8._The_Governing_Rules.]The Governing Rules.

The Bidding Procedure


8.1.	The Bidding procedure shall be governed by the Khyber Pakhtunkhwa Public Procurement of Goods, Works and Services KPPRA Rules, 2014
9. [bookmark: 9._Applicable_Bidding_Procedure.]Applicable Bidding Procedure.

The bidding procedure is governed by Rule 06(2) (a) & (b) KPPRA Rules, 2014. Bidders are advised also to refer to the Bid Data Sheet (BDS) to confirm the Bidding procedure applicable in the present bidding process.

The bidding procedure prescribed in the Bid Data Sheet is explained below:


Single Stage, Two Envelope Procedure (Rule-6(2)(b) KPPRA 2014)
i. The bid shall comprise a single package containing two separate envelopes. Each envelope shall contain separately the Technical Proposal and the Financial Proposal;
ii. The envelopes shall be marked as “TECHNICAL PROPOSAL” and “FINANCIAL PROPOSAL” in bold and legible letters to avoid confusion;
iii. Initially, only the envelope marked “TECHNICAL PROPOSAL” shall be opened; technical proposal is to determine the technical strength and consideration of the illegibility of the firm for the bidding process, which is to be carried out before the opening of the financial bids. Affidavit that the firm is not blacklisted and bid security is placed in financial proposal must be placed in the technical proposal
iv. The envelope marked as “FINANCIAL PROPOSAL” shall be retained in the custody of Procuring Entity without being opened;
v. The Procuring Entity shall evaluate the technical proposal, without reference to the price and reject any proposal which do not confirm to the specified requirements;
vi. During the technical evaluation NO amendments in the technical proposal shall be permitted;
vii. The financial proposals of bids shall be opened in the presence of the bidders or their representatives who chose to attend at a time, date and venue to be announced and communicated to the Bidders in advance;
viii. After the evaluation and announcement of the technical proposal the Procuring Entity shall at a time within the bid validity period, open the financial proposals of the technically accepted bids only, in the presence of the bidders or their representatives

who chose to attend. The financial proposal of bids found technically non- responsive shall be returned un-opened to the respective Bidders; and
ix. The bid found to be highest quoted fair bid in terms of price amongst technically responsive bids shall be the best evaluated bid and will be considered as successful bidder for award of contract under Section 31 of KPPRA Act 2012.
[bookmark: The_Bidding_Documents]The Bidding Documents
10. [bookmark: 10._Contents_of_the_Bidding_Documents]Contents of the Bidding Documents

The goods required, applicable bidding procedures, and Contract terms are prescribed in the Bidding Documents. In addition to the Invitation for Bids, the Bidding Documents include:
(a) Instructions to Bidders (ITB)
(b) Bid Data Sheet (BDS)
(c) General Conditions of Contract (GCC)
(d) Special Conditions of Contract (SCC)
(e) Evaluation Criteria
(g) Schedule of Requirements (List of Required Items &its specifications)
(h) Technical Specifications/Sample Size Ancillary Services
(i) Sample Forms & Schedules

The “Invitation for Bids (IFB)” is not a formal part of the Bidding Documents and is included as a reference only. In case of discrepancies between the Invitation for Bid and the Bidding Documents listed in 10.1 above, the Bidding Documents shall take precedence.

The Bidder is expected to examine all instructions, forms, terms, and specifications in the Bidding Documents. Failure to furnish all information required by the Bidding Documents or to submit a bid not substantially responsive to the Bidding Documents in every respect shall be at the Bidder’s risk and may result in the rejection of its bid.
11. [bookmark: 11._Clarification(s)_on_Bidding_Document]Clarification(s) on Bidding Documents.
A prospective Bidder requiring any clarification(s) on the Bidding Documents may notify the Procuring Entity in writing at the Procuring Entity’s address indicated in the Bid Data Sheet (BDS). The Procuring Entity shall respond in writing to any request for clarification(s) of the bidding documents, which it receives not later than ten (10) days prior to the deadline for the submission of bids prescribed in the Invitation for Bids. Written copies of the Procuring Entity’s response (including an explanation of the query but without identifying the source of inquiry) shall be sent to all prospective Bidders that have received the Bidding Documents.
12. [bookmark: 12._Amendment(s)_to_the_Bidding_Document]Amendment(s) to the Bidding Documents.
At any time prior to the deadline for submission of bids, the Procuring Entity, for any reason, whether at its own initiative or in response to a clarification(s) requested by a prospective Bidder, whether in a Pre-Bid Meeting to be held on a date specified in the Bid Data Sheet (BDS) may modify the Bidding Documents by amendment(s). The purpose of pre-

bid meeting is to clarify the functional requirements of the Procuring agency and the feedback from the bidders so offered. This is in line with the general principles of procurement as enunciated under section 03 of the KPPRA Act 2012. In order to allow prospective Bidders reasonable time for taking the amendment(s) into account in preparing their bids, the Procuring Entity, at its discretion, may extend the deadline for the submission of bids.


PREPARATION OF BIDS
13. [bookmark: 13._Language_of_Bids.]Language of Bids.

All correspondences, communications, associated with preparation of Bids, clarifications, amendments, and submission shall be written in English. Supporting documents and printed literature furnished by the Bidder may be in another language provided they are accompanied by an accurate translation of the relevant passages in English, in which case, for purposes of interpretation of the Bid, the said translation shall take precedence.
14. [bookmark: 14._Documents_comprising_the_Bids.]Documents comprising the Bids.
The Bid shall comprise of the Bid Forms of this Bidding Document and all those ancillary documentations that are prescribed for the eligibility of the bidders and goods and ancillary services that are found necessary and highlighted in the Bid Forms in Section-V.

The Bidder shall complete the Bid Forms and an appropriate Price Schedule furnished in the bidding documents, indicating the goods to be supplied, a brief description of the goods, their general and specific characteristics as specified in the Bid Data Sheet (BDS), ancillary services that the bidder is willing or required to provide along with the proposed price.

All the documents submitted in technical proposal/bid shall be stamped & signed by the bidder/authorized person.
15. [bookmark: 15._Bid_Price.]Bid Price.
The Bidder shall indicate on the appropriate form prescribed in this Bidding Document the unit prices and total bid price of the goods, it proposes to supply under the Contract Form prescribed for quoting of prices is to be filled in very carefully, preferably typed. Any alteration/correction must be initialed. Every page is to be signed and stamped at the bottom. Serial number of the quoted item may be marked with red/yellow marker.

The Bidder should quote the prices of items according to the technical specifications as provided in Part-Two: Section III of this document. The technical specifications of goods, different from the required specifications, shall straightway be rejected.

The Bidder is required to offer a competitive price which must include all the taxes, levies, duties, prescribed price and any other price as mentioned in the Bid Data Sheet (BDS) where applicable. If there is no mention of taxes, the offered/ quoted price shall be considered as inclusive of all prevailing taxes/ duties, etc.

The benefit of exemption from or reduction in the taxes and duties shall be passed on to

the Procuring Entity.

Prices offered should be for the entire quantity of an item demanded in the Schedule of Requirement; partial quantity offers shall straightaway be rejected. Conditional, Optional or alternate offer/bid shall also be considered as non- responsive Bid.

While making a price quote, trend/ inflation in the rate of goods and services in the market should be kept in mind. No request for increase in price due to market fluctuation in the cost of goods and services shall be entertained.


16. [bookmark: 16._Bid_Currencies.]Bid Currencies.
Prices shall be quoted in the currency Pak Rupees Only.
17. [bookmark: 17._Samples]Samples

------------------------------------------------

18. [bookmark: 18._Documentation_on_Eligibility_of_Bidd]Documentation on Eligibility of Bidders.
Bidder shall furnish, as part of its bid, the Bid Form provided in Part-Two: Section IV of the Standard Bidding Documents as specified in the Bid Data Sheet (BDS), establishing the Bidder’s eligibility to bid and its qualifications to perform the Contract if its bid is accepted.

Technical Bid Proformas provided in Part-Two: Section IV of the Standard Bidding Documents for the preparation of Technical Bids by the bidder to be submitted with quotations as specified in Bid data Sheet (BDS).

The documentary evidence of the Bidder’s eligibility to bid shall establish to the Procuring Entity’s satisfaction that the Bidder, at the time of submission of its bid, is an eligible bidder as defined under ITB Clause 3 of these Standard Bidding documents above.
19. [bookmark: 19._Documentation_on_Eligibility_of_Good]Documentation on Eligibility of Goods.

The Bidder shall furnish, as part of its bid the Bid Form provided as in Part- Two Section-IV of these Standard Bidding Documents as specified in the Bid Data Sheet (BDS), documents establishing the eligibility and conformity to the bidding documents of all goods, which the Bidder proposes to supply under the Contract.


20. [bookmark: 20._Bid_Security.]Bid Security.

The Bidder shall furnish, as part of its bid, a Bid Security to the extent of a percentage of the total bid value as mentioned in the Bid Data Sheet (BDS). Unsuccessful bidder’s bid security shall be discharged or returned soon after announcement of the successful bids.
The successful Bidder’s bid security shall be discharged upon signing of contract and furnishing the Performance Security/Guarantee.
The bid Security may be forfeited:
(a) if a Bidder withdraws its bid during the period of bid validity;
Or
(b) in the case of a successful Bidder, if the Bidder fails to sign the Contract or fails to provide a Performance Security/Guarantee for the duration of the contract.

21. Bid Validity.
Bids shall remain valid for the period identified in the Bid Data Sheet (BDS) after the date of opening of technical bid prescribed by the Procuring Entity. A bid valid for a period shorter than the one prescribed in the Bid Data Sheet (BDS) shall be rejected by the Procuring Entity as non-responsive.
The Procuring Entity shall ordinarily be under an obligation to process and evaluate the bid within the stipulated bid validity period. However, under exceptional circumstances and for reason to be recorded in writing, if an extension is considered necessary, all those who have submitted their bids shall be asked to extend their respective bid validity period. Such extension shall be for not more than the period equal to the period of the original bid validity.

Bidders who: -
(a) agree to the Procuring Entity’s request for extension of bid validity period shall not be permitted to change the substance of their bids; and
(b) do not agree to an extension of the bid validity period shall be allowed to withdraw their bids without forfeiture of their bid securities.
22. [bookmark: 22._Formats_and_Signing_of_Bids.]Formats and Signing of Bids.
The Bidder shall prepare and submit its bid and provide original documents, as appropriate. Copies of any documents must be signed and stamped by the bidder.
The Bid shall be accompanied by the original receipt for payment made for the purchase of the bidding document. In an event where the Bidder has downloaded the bidding document from the web, they will require to get the original payment receipt of the prescribed fee from the Procuring Entity well before the date of submission of bid.
The original bid shall be typed or written in indelible ink and shall be signed by the Bidder or a person or persons duly authorized to bind the Bidder to the Contract. The person or persons signing the bid shall initial all pages of the bid form.
Any interlineations, erasures, or overwriting shall be valid only if they are initialed by the person or persons signing the bid.
Any tampering, illegitimate inclusion or exclusion in any part of the Standard Bidding Documents shall lead to disqualification of the bidder.

[bookmark: Submission_of_Bids]Submission of Bids
23. [bookmark: 23._Sealing_and_Marking_of_Bids.]Sealing and Marking of Bids.

The envelopes shall be marked as “TECHNICAL PROPOSAL” and “FINANCIAL PROPOSAL” in bold and legible letters to avoid confusion. Similarly, the Bidder shall seal both the proposals/bids in one single envelope. The said two envelopes shall then be sealed in an outer envelope.
The inner and outer envelopes shall:
a) be addressed to the Procuring Entity at the address given in the Invitation for Bids; and
b) Bid Reference No. Indicated in the Bid Data Sheet, and a statement: “DO NOT OPEN BEFORE,” the time and the date specified in the Bid Data Sheet (BDS) for opening of Bids.
The envelope shall also indicate the name and address of the Bidder to enable the bid to be returned unopened in case it is declared as “late”.
If the outer as well as inner envelope is not sealed and marked as required by the ITB Clauses
23.a to 23.b above the Procuring Entity shall assume no responsibility for the bid’s misplacement or premature opening.
24. [bookmark: 24._Deadline_for_Submission_of_Bids]Deadline for Submission of Bids
Bids must be submitted by the Bidder and received by the Procuring Entity at the address on the time and date specified in the Bid Data Sheet (BDS). Bids received later than the time and date specified in the Bid Data Sheet will stand summarily rejected.
The Procuring Entity may, in its discretion, extend the prescribed deadline for the submission of bids or making correction and for addition by issuing addendum/corrigendum.
25. [bookmark: 25._Late_Bids]Late Bids
Any bid received by the Procuring Entity after the deadline for submission of bids prescribed by the Procuring Entity pursuant to ITB Clause 24 shall be rejected and returned unopened to the Bidder.
26. [bookmark: 26._Withdrawal_of_Bids]Withdrawal of Bids
The Bidder may withdraw its bid after the bid’s submission and prior to the deadline prescribed for opening of bids.
No bid may be withdrawn after the deadline for submission of bids and the expiration of the period of bid validity specified in Bid Data Sheet. Withdrawal of a bid during this period may result in forfeiture of the Bid Security submitted by the Bidder, pursuant to the ITB Clause 20 above.

Opening and Evaluation of Bids
27. [bookmark: 27._Opening_of_Bids_by_the_Procuring_Ent]Opening of Bids by the Procuring Entity:
All bids received, shall be opened by the Procuring Entity publicly in the presence of the Bidders or their representatives (who choose to attend) on the date, time and venue prescribed in the Bid Data Sheet.
The opening of Bids shall be subject to the Bidding Procedure prescribed in the Bid Data Sheet and elaborated in ITB Clause 9above.
All Bidders in attendance shall sign an attendance sheet.
The Purchaser shall open one Bid at a time and read out aloud its contents which may include name of the Bidder, category tendered for, any discounts, any bid modifications or withdrawal, the presence or absence of requisite bid security, unit as well as total bid price and such other details as the Purchaser, at its discretion, may consider appropriate if not in conflict with the Khyber Pakhtunkhwa Public Procurement of Goods, Works and Services Rules, 2014 specifically Rule37.
The Procuring Entity shall have the minutes of the Bid opening (technical and when applicable financial) recorded.
No bid shall be rejected at bid opening, except for late bids, which shall be returned unopened to the Bidder
The financial bids found having without Affidavit confirming the availability of Bid Security in the Financial proposal shall be rejected.
28. [bookmark: 28._Clarification_of_Bids.]Clarification of Bids.
During evaluation of the bids, the Procuring Entity may, at its discretion, ask the Bidder for a clarification of its bid. The request for clarification and the response shall be in writing, and no change in the prices or substance of the bid shall be sought, offered, or permitted.
29. [bookmark: 29._Preliminary_Examination.]Preliminary Examination.
The Procuring Entity shall examine the bids to determine whether they are complete, whether any computational errors have been made, whether required sureties have been furnished, whether the documents have been properly signed, and whether the bids are generally in order.
1. In the financial bids the arithmetical errors shall be rectified on the following basis.
2. If there is a discrepancy between the unit price and the total price that is obtained by multiplying the unit price and quantity, the unit price shall prevail, and the total price shall be corrected.
3. If the Bidder does not accept the correction of the errors, its bid shall be rejected, and its Bid Security may be forfeited.
4. If there is a discrepancy between words and figures, the amount in words shall prevail.
The Procuring Entity may waive any minor informality, nonconformity, or irregularity in a bid which does not constitute a material deviation, provided such waiver does not prejudice or affect the relative ranking of any Bidder.

Prior to the detailed evaluation, the Procuring Entity shall determine the substantial responsiveness of each bid to the bidding documents. For purposes of this clause, a substantially responsive bid is one, which conforms to all the terms and conditions of the bidding documents without material deviations. Deviations from, or objections or reservations to critical provisions, such as those concerning Applicable Laws, Taxes, strep code fee & Duties and internationally recognized best practices shall be deemed to be a material deviation for technical proposals and Bid Security for financial proposals. The Procuring Entity’s determination of a bid’s responsiveness is to be based on the contents of the bid itself without recourse extrinsic evidence.
If a bid is not substantially responsive due to the matters concerning to 29.4 above, it shall be rejected by the Procuring Entity and may not subsequently be made responsive by the Bidder by correction of the nonconformity.
30. [bookmark: 30._Evaluation_of_Bids.]Evaluation of Bids.
The Procuring Entity shall evaluate and compare the bids, which have been determined to be substantially responsive in accordance with ITB Clause 29 above.
All bids shall be evaluated in accordance with the Evaluation Criteria and other terms and conditions set forth in these Standard Bidding Documents (SBDs).
For the purposes of comparison of bids quoted in different currencies, the price shall be converted into Pak Rupees. The rate of exchange shall be the selling rate, prevailing on the date of opening of bids specified in the bidding documents, as notified by the State Bank of Pakistan/ National Bank of Pakistan on that day.
A bid once opened in accordance with the prescribed procedure shall be subject to only those rules, regulations and policies that are in force at the time of issue of notice for invitation of bids.
31. [bookmark: 31._Qualification_of_Bidder]Qualification of Bidder
The Procuring Entity, at any stage of the procurement proceedings, having credible reasons for or prima facie evidence of any defect in Bidder’s capacities may require the Bidder to provide information concerning their professional, technical, financial, legal or managerial competence.
Such qualification shall only be laid down after recording reasons thereof in writing.
They shall form part of the records of that procurement proceeding.
The Procuring Entity shall determine to its satisfaction whether a Bidder, technically and financially qualified and having the Highest-Ranking Fair Bid is qualified to perform the Contract satisfactorily.
The determination can take into account the Bidder’s financial, technical, and production capabilities. It shall be based upon an examination of the documentary evidence of the Bidder’s qualifications submitted by the Bidder, as well as such other information as the Procuring Entity deems necessary and appropriate. Further, during the process of technical evaluation of Bidder, the Procuring Entity may inspect the manufacturing plant/ production capacity/ warehousing system/ practices by a team of experts for assessment, if it deems necessary.

An affirmative determination shall be a prerequisite for award of the Contract to the Bidder. A negative determination shall result in rejection of the Bidder’s bid, in which event the Procuring Entity shall proceed to the next lowest evaluated bid to make a similar determination of that Bidder’s capabilities to perform satisfactorily.
The Procuring Entity shall disqualify a Bidder if it finds, at any time, that the information submitted by him concerning his qualification, as Bidder was false and materially inaccurate or incomplete.
32. [bookmark: 32._Announcement_of_Evaluation_Report]Announcement of Evaluation Report
The Purchaser may announce the results of the bid evaluation in form of a report through its website and display on office notice board, giving justification for acceptance or rejection of bids at least ten days prior to the award of procurement Contract. The same will be placed on the Emergency Rescue Service (Rescue-1122) & KPPRA Websites.
33. [bookmark: 33._Rejection_of_Bids]Rejection of Bids
The Procuring Entity may reject any or all bids at any time prior to the acceptance of a bid. The Procuring Entity shall upon request communicate to any Bidder who submitted a bid, the grounds for its rejection of any or all bids, but is not required to justify those grounds.
The Procuring Entity incurs no liability, towards Bidders who have submitted bids.
Notice of the rejection of any or all bids shall be given promptly to the concerned Bidders that submitted bids.
34. [bookmark: 34._Re-Bidding]Re-Bidding
If the procurement entity has rejected all bids under Rule 47, it may call for a re- bidding. Khyber Pakhtunkhwa Public Procurement of Goods works & services Rules 2014 (Rule-48).
The Procuring Entity before invitation for re-bidding shall assess the reasons for rejection and may revise specifications, evaluation criteria or any other condition for Bidders, as it may deem necessary.
35. [bookmark: 35._Contacting_the_Procuring_Entity.]Contacting the Procuring Entity.
Subject to ITB Clause 28 above, no Bidder shall contact the Procuring Entity on any matter relating to its bid, from the time of the bid opening to the time of announcement of Evaluation Report. If a Bidder wishes to bring additional information to the notice of the Procuring Entity, it should do so in writing.
Any effort by a Bidder to influence the Procuring Entity in its decisions on bid evaluation, bid comparison, or Contract award may result in the rejection of the Bidder’s bid. Canvassing by any Bidder at any stage of the bid evaluation is strictly prohibited. Any infringement shall lead to disqualification.

[bookmark: Award_of_Contract]Award of Contract
36. [bookmark: 36._Acceptance_of_Bid_and_Award_Criteria]Acceptance of Bid and Award Criteria.
The Bidder whose bid is found to be most closely conforming to the Evaluation Criteria prescribed in Part-Two: Section II of these Standard Bidding Documents and having the best evaluated bid, if not in conflict with any other law, rules, regulations or policy of the Government of Khyber Pakhtunkhwa, shall be awarded the Frame Work Contract Agreement, within the original or extended period of bid validity.
[bookmark: 50-A._Procuring_Entity’s_Right_to_vary_q]36-A. Issuance of Purchase Orders.
The Procuring Entity reserves the right to issue purchase/ supply orders after acceptance of contract as per their requirement for the items originally specified in the Schedule of Requirements without any change in unit price or other terms and conditions. The procuring entity reserve the right to procure, or not to procure or to procure items as reflected in Statement of Requirement.
37. [bookmark: 37._Supplies_under_Framework_Agreement.]Supplies under.
[bookmark: The_nature_of_contract_shall_be_framewor]The nature of this procurement shall be a Framework Agreement as per KPPRA Rules 2014 for a period of one year extendable for another year without any change in rate and terms of contract. The Framework Agreement shall establish pre-qualified Suppliers/Fabricators for the FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) as mentioned in SOR for Emergency Rescue Service (Rescue-1122) KPK. Each purchase/supply order shall constitute a binding sub-contract governed by the terms of this BSD.
38. [bookmark: 38._Notification_of_Award.]Notification of Award.
i. Prior to the expiration of the period of bid validity, the Procuring Entity shall notify to the successful Bidder in writing that its bid has been accepted under the Procurement Rules 2014 in conformity with provision laid down KPPRA Act.
ii. The notification of award shall constitute the formation of the Contract between the Procuring Entity and the successful Bidder.
iii. The enforcement of the Contract shall be governed by the Khyber Pakhtunkhwa Public Procurement of Goods, Works and Services Rules, 2014.
39. [bookmark: 39._Limitation_on_Negotiations.]Limitation on Negotiations.
i. Negotiations, that may be undertaken in finalization of the Contract shall not relate to the price or substance of bid specified by the Bidder, but only to technical, contractual or logistical details.
ii. Negotiations may relate to the following areas; (the list is being provided as guidance only and under no circumstances be treated as exhaustive and final):
· minor amendments to the Special Conditions of Contract;
· finalization of payment schedule and ancillary details;
· mobilization arrangements;
· agreements on final delivery or completion schedules to accommodate any changes required by the Procuring Entity;
· the proposed methodology or staffing;
· inputs required from the Procuring Entity;
· clarifying details that were not apparent or could not be finalized at the time of bidding;
· The Bidder’s tax liability in Pakistan, if the Bidder is a foreign company.

40. [bookmark: 40._Negotiations_shall_not_be_used_to:]Negotiations shall not be used to:
· substantially change the technical quality or details of the requirement, including the tasks or responsibilities of the Bidder or the performance of the goods;
· substantially alter the terms and conditions of Contract;
· reduce unit rates or reimbursable costs;
· substantially alter anything which formed a crucial or deciding factor in the evaluation of the bids or proposals alter the submitted financial bid
41. [bookmark: 41._Signing_of_Contract.]Signing of Contract.
i. After the completion of the Contract Negotiations the Purchaser shall send the Bidder the Contract Agreement Form provided in Part-Two: Section IV of these Standard Bidding Documents, incorporating all agreements between the Parties.
ii. Within ONE week of receipt of the Contract Agreement Form, the successful Bidder and the Purchaser shall sign the Contract in accordance with the legal requirements in vogue.
iii. less the procurement contract has already entered into force, a contractor or supplier feeling aggrieved by the order of a Purchaser accepting a bid may file an application for review.
iv. If the successful Bidder, after completion of all codal formalities shows an inability to sign the Contract then its Bid Security shall stand forfeited. In such situation the Purchaser may award the contract to the next highest ranking fair bid and so on.
v. The Contract shall become effective upon affixation of signature of the Purchaser and the selected Bidder on the Contract document, and shall be governed for the period specified in the Bid Data Sheet (BDS) and by the terms and conditions mutually agreed in the contract.
42. [bookmark: 42._Performance_Guarantee.]Performance Guarantee.
i. On the date of issuance of purchase order, the Bidder shall furnish a Performance Guarantee as per KPPRA for a percentage amount (10% of the quoted price which can also be in the form Bank Gurantee) of Khyber Pakhtunkhwa Public Procurement of goods, works & services rules 2014 as specified in the Bid Data Sheet (BDS), on the Form and in the mannered prescribed by the Procuring Entity in Part-Two: Section-IV of these Standard Bidding Documents.
ii. The Bid Security submitted by the bidder at the time of submitting its bid shall be returned to the Bidder upon award of contract.
vi. Failure to provide a Performance Guarantee by the Bidder is a sufficient ground for taking punitive action against the bidder by the procuring entity.
43. [bookmark: 43._Grievance_Redressal]Grievance Redressal
Any grievance/complaint filed by aggrieved bidder will be governed under the Khyber Pakhtunkhwa Public Procurement Grievance Redressal rules,2017

























[bookmark: General_Conditions_of_Contract_(GCC)]General Conditions of Contract (GCC)









General Conditions of Contract (GCC)

	







1. Definitions
	1.1
	In this Contract, the following terms shall be interpreted as indicated:

(a) “The Contract” means the Frame work agreement entered into between the Purchaser i.e. Emergency Rescue Service (Rescue-1122) Khyber Pakhtunkhwa and the Supplier, as recorded in the Agreement signed by the Parties for one year extendable for another year on same rates and other agreed terms and conditions, including all attachments and appendices thereto and all documents incorporated by reference therein.

(b) “The Contract Price” means the price payable to the Supplier under the Contract for the full and proper performance of its Contractual obligations.

(c) “The Goods” means all those supplies, which the Supplier is required to supply to the Purchaser under the Contract.

(d) “The Services” means those services ancillary to the supply of above goods, such as printing of special instructions on the label and packing, design and logo of the government of Khyber Pakhtunkhwa, transportation of goods up-to the desired destinations, installation and other such obligations of the Supplier covered under the Contract.

(e) “GCC” mean the General Conditions of Contract contained in this section.

(f) “SCC” means Special Conditions of the Contract.

(g) “The Purchaser/Procuring Entity” means the Client as mentioned in the SCC.

(h) “The Supplier/Vendor/Contractor” means the individual or firm Supplying the goods under this Contract.

(i) “Day” means calendar day.

	2. Application
	2.1
	These General Conditions shall apply to the extent that they are not superseded by provisions of other parts of the Contract.

	3. Source of Import
	3.1
	All goods and related services to be supplied under the contract that are required to be imported in Pakistan shall have their origin in eligible source countries as prescribed by the commercial policies of the Federal Government of Pakistan and all expenditures made under
the contract shall be limited to such goods and services.



	
	3.2
	For purposes of this clause, “origin” means the place where the goods are produced/manufactured, or the place from which the related services are supplied. Goods are produced when, through Manufacturing or processing.

	4. Standards
	4.1
	The goods supplied under this Contract shall conform to the standards mentioned in the Technical Specifications.

	
	4.2
	In consideration of the payments to be made by the Purchaser to the
Supplier as hereinafter mentioned, the Supplier hereby covenants with the Purchaser to provide the Goods and Services and to remedy defects therein in conformity in all respects with the provisions of this Contract.

	
	4.3
	If the Supplier provide substandard item and fails to provide the fresh supply, the payment of risk purchase, the price difference shall be paid by the Supplier.

	
	
4.4
	In case of supply of substandard product, the cost associated with disposal/destruction or associated handling shall be borne by the Supplier i.e. removal from purchaser’s premises, burning, dumping, or incineration.

	5. Use	of Contract Documents and Information.
	5.1
	The Supplier shall not, without the Purchaser’s prior written
consent, disclose the Contract, or any provision thereof, or any
specification, plan, drawing, pattern, sample, or information
furnished by or on behalf of the Purchaser in connection therewith,
to any person other than a person employed by the Supplier in the
performance of the Contract. Disclosure to any such employed
person shall be made in confidence and shall extend only so far, as
may be necessary for purposes of such performance.

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	5.2
	The Supplier shall not, without the Purchaser’s prior written
consent, make use of any document or information enumerated in GCC Clause
5.1 Except for purposes of performing the Contract.

	
	
	

	
	
	

	
	
	

	
	
	Any document, other than the Contract itself, enumerated in GCC

	
	5.3
	Clause 5.1 shall remain the property of the Purchaser and shall be

	
	
	returned (all copies) to the Purchaser on completion of the

	
	
	Supplier’s performance under the Contract if so required by the

	
	
	Purchaser.

	
	5.4
	The Supplier shall permit the Purchaser to inspect the Supplier’s
accounts and records relating to the performance of the Supplier.

	
	
	



	6. Patent Rights
	6.1
	The Supplier shall indemnify the Purchaser against all third-party claims of infringement of patent, trademark, or industrial design rights arising from use of the Goods or any part thereof in the country.

	7. Performance
Security
	7.1
	Within Twenty (10) days of receipt of the Purchase order, the successful Bidder shall furnish to the Purchaser the    performance security in the amount specified in SCC.

	
	7.2
	The proceeds of the performance security shall be payable to the Purchaser as compensation for any loss resulting from the Supplier’s
failure to complete its obligations under the Contract.

	
	7.3
	The performance security shall be denominated in the currency of the Contract acceptable to the Purchaser and shall be in one of the following forms:

	
	
	(a) a Bank Guarantee or an irrevocable letter of credit issued by a reputable bank located in the Purchaser’s country on behalf of the Supplier, in the form provided in the bidding documents or another form acceptable to the Purchaser; or
(b) a cashier’s or certified check.

	
	7.4
	The performance security will be discharged by the Purchaser and returned to the Supplier after 12 months following the date of completion of the Supplier’s performance obligations & issuance of satisfactory performance/inspection report by the end user/ procuring entity’s administration under the Contract, including any warranty
obligations, unless specified otherwise in SCC.

	
8. Submission of Samples
	
	Before commencing supplies, the Supplier shall provide samples free of cost, if and as specified in the Schedule of Requirements of the product to the designated office or staff, as the case may be. The procuring entity may ask for provision of sample of each item during technical evaluation before opening of financial bids.

	
9. Ensuring storage arrangements
	
	To ensure storage arrangements for the intended supplies, the Supplier shall inform the Purchaser at least one (01) week in advance. However, in case no space is available at the Purchaser’s premises at the time of supply, the Purchaser shall, at least 02 days prior to such situation, shall inform the Supplier, in writing, of the possible time frame of availability of space by which the supplies can be made. In case the Supplier abides by the given time frame it shall not be penalized for delay.

	
	10.1
	The Purchaser or its representative shall have the right to inspect and/or to test the goods in accordance with the procedure given in the SCC to confirm their conformity to the Contract specifications at no extra cost to the Purchaser.

	
	10.2
	All costs associated with testing of samples and inspections of premises etc. shall be borne by the Supplier.



	10. Inspections and Tests
	10.3
	The Purchaser’s right to carry out pre and post delivery inspections for which all the cost shall be borne by the supplier. If the purchaser desires / requires to test any items from any other agency, the supplier will have to bear its cost. 

	
	10.4
	Nothing in GCC Clause 10 shall in any way release the Supplier from any warranty or other obligations under this Contract.

	

11. Packing
	11.1
	The Supplier shall provide such packing of the Goods as is required to prevent their damage or deterioration during transit to their final destination, as indicated in the Contract. The packing shall be sufficient to withstand, without limitation, rough handling during transit and exposure to extreme temperatures, salt and precipitation during transit, and open storage. Packing case size and weights shall take into consideration, where appropriate, the remoteness of the Goods’
final destination and the absence of heavy handling facilities at all points in transit.



	12. Delivery and Documents
	12.1
	The Supplier in accordance with the terms and manner specified in the Schedule of Requirements shall make delivery of the goods.

	
	
12.2
	The Suplier shall furnish all necessary documentation necessary for completion of the delivery, at the time of delivery and in the
manner prescribed.

	
	
12.3
	The items supplied under the Contract shall be Delivered Duty Paid (DDP) under which risk is transferred to the buyer after the Goods have been delivered.

	13. Insurance
	
	The supplier shall be solely responsible for Insurance of the Goods subject to the contract.

	14.Transportation
	14.1
	The Supplier shall arrange such transportation of the goods as is required to prevent their damage or deterioration during transit to their final destination and in accordance with the terms and manner
prescribed in the Schedule of Requirement.

	
	
14.2
	All costs associated with the transportation of the goods subject to this contract shall be borne by the Supplier.

	15. Incidental Services
	
	The Supplier shall be required to provide the incidental services as specified in the SCC and the cost of which is included in the total
bid price.



	16. Spare Parts
	
	As specified in SCC, the Supplier may be required to provide any or all of the following materials, notifications, and information pertaining to spare parts manufactured or distributed by the Supplier:

(a) such spare parts as the Purchaser may elect to purchase from the Supplier, provided that this election shall not relieve the Supplier of any warranty obligations under the Contract; and

(b) in the event of termination of production of the spare parts:

(c) advance notification to the Purchaser of the pending termination, in sufficient time to permit the Purchaser to procure needed requirements; and

(d) Following such termination, furnishing at no cost to the Purchaser, the blueprints, drawings, and specifications of the spare parts, if requested.

	
17. Warranty
	
17.1
	All goods subject to this contract shall be accompanied by the necessary warranty in the manner prescribed in the SCC.

	
	
17.2
	The Purchaser shall promptly notify the Supplier in writing of any claims arising under this warranty.

	18. Payment
	18.1
	The purchaser shall make payments to the Supplier in accordance with the conditions set forth in the Payment Schedule agreed in
SCC and annexed to this contract.

	
	18.2
	The currency of payment shall be Pakistan Rupee.

	19. Prices
	
	Prices charged by the Supplier for goods delivered under the Contract shall not vary from the prices quoted by the Supplier in its financial bid and shall remain the same till the expiry of the contract unless the Parties to this contract mutually agree to vary the prices.

	





20. Change Orders
	



20.1
	The Purchaser may at any time, by a written order given to the Supplier pursuant to GCC Clause 33 for notices, make changes within the general scope of the Contract in any one or more of the following:
(a) drawings, designs, or specifications, where Goods to be furnished under the Contract are to be specifically manufactured for the Purchaser;
(b) the method of shipment or packing;
(c) the place of delivery; and/or
(d) the Services to be provided by the Supplier.




	
	

20.2
	
If any such change causes an increase or decrease in the cost of, or the time required for, the Supplier’s performance of any provisions under the Contract, an equitable adjustment shall be made in the Contract Price or delivery schedule, or both, and the Contract shall accordingly be amended. Any claims by the Supplier for adjustment under this clause must be asserted within thirty (30) days from the date of the Supplier’s receipt of the Purchaser’s change order.

	21. Contract Amendments
	
	No variation in or modification of the terms of the Contract shall be made except by written amendment signed by the Parties.

	22.Assignment
	
	The Supplier shall not assign, in whole or in part, its obligations to
perform under this Contract, except with the Purchaser’s prior written consent.

	23.Sub-contracts
	
	The Supplier shall not be allowed to sublet and award subcontracts under this Contract.

	24. Delays in the Supplier’s Performance
	24.1
	Delivery of the goods shall be made by the Supplier in accordance with the time schedule/supply schedule prescribed by the Purchaser in the Schedule of Requirements.

	
	

24.2
	If at any time during performance of the Contract, the Supplier encounters conditions impeding timely delivery of the goods; the Supplier shall promptly notify the Purchaser in writing of the fact of the delay, it’s likely duration and its cause(s). As soon as practicable after receipt of the Supplier’s notice, the Purchaser shall evaluate the situation and may at its discretion extend the Supplier’s time for performance, with or without liquidated damages, in which case the extension shall be ratified by the Parties by an amendment to the Contract.

	




	



24.3
	Except as provided under GCC Clause 24, a delay by the Supplier in the performance of its delivery obligations shall render the Supplier liable to the imposition of liquidated damages as prescribed in the
SCC, unless the parties to this contract mutually agree for extension of time.

	
	
	Subject to GCC Clause 25, if the Supplier fails to deliver any or all of the Goods or to perform the Services within the period(s) specified in the Contract, the Purchaser shall, without prejudice to its other remedies under the Contract, deduct from the Contract Price, as liquidated damages, a sum equivalent to the percentage specified in SCC of the delivered price of the delayed Goods or unperformed Services for each week or part thereof of delay until actual delivery or performance, up to a maximum deduction of the percentage specified in SCC. Once the maximum is reached, the Purchaser may consider termination of the Contract pursuant to GCC Clause-26.




	25. Liquidated Damages & Penalties
	
	In case of late delivery of goods beyond the periods specified in the Schedule of Requirements and subsequent purchase order, a penalty @ 0.02% per day of the total cost of purchase order supply shall be imposed upon the Supplier up to maximum 10% for the total purchase order cost.





	





26. Termination for Default
	The Purchaser, without prejudice to any other remedy for breach of Contract, by written notice of default sent to the Supplier, may terminate this Contract in whole or in part:

(a) if the Supplier fails to deliver any or all installments of the goods within the period(s) specified in the Contract and subsequent purchase order, or within any extension thereof granted by the Purchaser pursuant to GCC Clause 24; or

(b) if the Supplier fails to perform any other obligation(s) under the Contract.

(c) if the Supplier, in the judgment of the Purchaser has engaged in corrupt or fraudulent practices in competing for or in executing the    Contract.

For the purpose of this clause Corrupt and fraudulent practices means: the offering, giving, receiving, or soliciting of anything of value to influence the action of a public official or the supplier or contractor in the procurement process or in contract execution to the detriment of the Procuring agencies; or misrepresentation of facts in order to influence a procurement process or the execution of a contract, collusive practices among bidders (prior to or after bid submission) designed to establish bid prices at artificial, non-competitive levels and to deprive the Procuring agencies of the benefits of free and open competition and any request for, or solicitation of anything of
value by any public official in the course of the exercise of his duty.”

	27.1
	Notwithstanding the provisions of GCC Clauses 24, 25 & 26, the Supplier shall not be liable for forfeiture of its Performance Guaranty, or termination/ blacklisting for default if and to the extent that it’s delay in performance or other failure to perform its obligations under the Contract is the result of an event of Force Majeure. For the purposes of this clause Force Majeure means an act of God or an event beyond the control of the Supplier and not involving the Supplier’s fault or negligence directly or indirectly purporting to mis-planning, mismanagement and/or lack of foresight to handle the situation. Such events may include but are not restricted to acts of the Purchaser in its sovereign capacity, wars or revolutions, fires, floods, earthquakes, strikes, epidemics, quarantine restrictions and freight embargoes.

	27.2
	If a Force Majeure situation arises, the Supplier shall promptly notify the Purchaser in writing with sufficient and valid evidence of such condition and the cause thereof. The Purchaser shall examine the merits of the case and all reasonable alternative means for completion of purchase order under the Contract and inform the Supplier of its
findings promptly.

	27.3
	Unless Purchaser informs the Supplier in writing of its agreement on the application of force majeure, the Supplier shall continue to perform its obligations under the Contract as far as is reasonably practical and
shall seek reasonable alternative means for performance not prevented by the Force Majeure event.



	28. Termination for Insolvency
	
	The Purchaser may at any time terminate the Contract by giving written notice of one-month time to the Supplier if the Supplier becomes bankrupt or otherwise insolvent. In this event, termination shall be without compensation to the Supplier, provided that such termination shall not prejudice or affect any right of action or remedy, which has accrued or shall accrue thereafter to the Parties.

	29. Termination for Convenience
	29.1
	The Purchaser, by written notice sent to the Supplier, may terminate the Contract, in whole or in part, at any time for its convenience. The notice of termination shall specify that termination is for the Purchaser’s convenience, the extent to which performance of the Supplier under the Contract is terminated, and the date upon which such termination becomes effective.

	
	
29.2
	
The Goods that are complete and ready for shipment within thirty
(30) days after the Supplier’s receipt of notice of termination shall be accepted by the Purchaser at the Contract terms and prices. For the remaining Goods, the Purchaser may elect:

(a) to have any portion completed and delivered at the Contract terms and prices; and/or

(b) to cancel the remainder and pay to the Supplier an agreed amount for partially completed Goods and Services and for materials and parts previously procured by the Supplier.

	30. Arbitration and Resolution of Disputes
	30.1
	The Purchaser and the Supplier shall make every effort to resolve amicably by direct informal negotiation any disagreement or dispute arising between them under or in connection with the Contract.

	
	30.2
	If, after thirty (30) days from the commencement of such informal negotiations, the Purchaser and the Supplier have been unable to resolve amicably a Contract dispute, either party may require that the dispute be referred to the Arbitrator for resolution through arbitration.




	
	30.3
	In case of any dispute concerning the interpretation and/or application of this Contract shall be settled through arbitration under the Arbitration Act of 1940 (As amended from time to time) in a court of relevant jurisdiction as mentioned in the SCC.

	31. Governing Language
	
	The Contract shall be written in English language. Subject to GCC Clause 32, the version of the Contract written in the specified language shall govern its interpretation. All correspondence and other documents pertaining to the Contract, which are exchanged by the Parties, shall be written in English.

	32. Applicable Law
	
	This Contract shall be governed by the Laws of Pakistan and the courts of Pakistan shall have exclusive jurisdiction.

	33. Notices
	33.1
	Any Notice given by one party to the other pursuant to this Contract shall be sent to the other party in writing and on the others address specified in SCC.

	
	33.2
	A notice shall be effective when delivered or on the notice’s effective date, whichever is later.

	34. Taxes, Duties & Levies
	34.1
	All taxation, duties and levies etc., whether International, Federal, Provincial or Local, shall be borne by the Supplier.

























PART-TWO
VARIABLE CONDITIONS OF CONTRACT



Section I: Procurement Specific Provisions Bid Data Sheet
	ITB Ref
	Description
	Detail

	ITB Clause 1.1
	Bid reference number
	Framework Agreement for FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) for Rescue 1122/RR&SD

	

ITB Clause 2.1
	

Name of Client & source of funds
	Director General, Emergency Rescue Service (Rescue – 1122),
Government of Khyber Pakhtunkhwa Peshawar

	ITB Clause 3.1
	Name of Goods
	FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) as in SOR.

	ITB Clause 6.1
	Commencement date of provision of Bidding Document
	As mentioned in the Advertisement

	ITB Clause 6.1
	Closing date of issuance of
Bid documents
	As mentioned in the Advertisement

	

ITB Clause 7
	

Bidding for Selective Items
	Firms/Bidders are required to submit bids for the complete lots, or a single lot of their choice for fabrication in accordance with the Schedule of Requirements (SOR).

	
ITB Clause 9.1
	
Bidding procedure
	
Single Stage Two Envelope Rule 06 (2)(b) of KPPRA Rules 2014

	ITB Clause 9.2
	Method of determining Best evaluated Bid
	Highest ranking fair Bid (Best Evaluated Bid) amongst technically qualified bids.
60% technical
40% Financial

	ITB Clause 11.1
	Clarification(s) on Bidding Documents
	Incharge Procurement Cell RR&S Department

	
ITB Clause 12.1
	Pre-Bid meeting with the interested bidders
	
As mentioned in the Tender Notice/Advertisement

	ITB Clause 13
	Language of bid
	English/Urdu

	ITB Clause 14.2
	Specific Description of Goods
in the Bidding Documents
	Details given in SOR.

	ITB Clause 15.4
	Bid Price
	Bid Price shall be inclusive of all
Government duties, taxes & levies if applicable.

	ITB Clause 16
	Currency of Bid
	PKR (Pak Rupees)



	



ITB Clause 18
	


Name of the Bid Form (Primary documents)
	BID COVER SHEET
BID FORM1: Letter of Intention
BID FORM2: Affidavit
BID FORM 3(A): Eligibility of the Bidders &Goods
BID FORM 3(B): Manufacturer’s Authorization
BID FORM4: Firm’s Past Performance
BID FORM5: Price Schedule
BID FORM6: Performance Guarantee
	

	ITB Clause 18.2
	Technical Bid Proformas
	Sample Technical Bid Proformas
	



	

ITB Clause 20
	

Amount of Bid Security / Earnest Money
	The Bidder shall furnish, as part of its financial bid with an undertaking in technical bid that the 1 Million PKR bid security in PKR (in shape of CDR/SDR/DD or any other form acceptable as per KP-PPRA) in name of DG ERS-1122 of the quoted financial bid     in original is enclosed in financial
bid.

	ITB Clause 21
	Bid validity period
	90 Days

	ITB Clause 24
	Last date and time for the
receipt of bidding document
	As mentioned in the Tender Notice/Advertisement

	
ITB Clause 27
	Date, time and venue of opening of technical bids
	As mentioned in the Tender Notice/Advertisement
Relief Rehabilitation & Settlement Department, Civil Secretariat Peshawar

	ITB Clause 40.5
	Duration of Contract
	365 days (extendable on mutual consent as per KPPRA Rules)

	
ITB Clause 41.1
	Performance Guaranty / Performance Security
	The Performance Guarantee/Security shall be 10% of the total price of work order shall be submitted in the name of DG ERS-1122 in the form of bank guarantee as per KPPRA Act/Rules.



Special Conditions of Contract
The following Special Conditions of Contract shall supplement the General Conditions of Contract (GCC). Whenever there is a conflict, the provisions herein shall prevail over those in the General Conditions of Contract. The corresponding clause number of the GCC is indicated in parentheses.


1. [bookmark: 1._Definitions_(GCC_Clause1)]Definitions (GCC Clause1)


GCC 1.1 (g)—The Procuring Entity is: Director General, Emergency Rescue Service (Rescue-1122), Government of Khyber Pakhtunkhwa

GCC 1.1 (h)—The Successful Bidder is: Best Evaluated Bid amongst technically qualified bids.

2. [bookmark: 2._Country_of_Origin_(GCC_Clause3)]Country of Origin (GCC Clause3)

All countries and territories as indicated in Part Two: Section V of the Standard Bidding Documents, “Eligibility for the Provisions of Goods, Works, and Services.”

3. [bookmark: 3._Standards(GCC_Clause4)]Standards (GCC Clause4)
GCC 4.1—The quoted product, at the time of delivery, shall conform to the standards as prescribed in the Technical Evaluation Criteria & Specifications compliance in SOR.
4. [bookmark: 4._Supplies_under_Framework_Agreement.][bookmark: ITB_Clause37]Supplies under Framework Agreement. ITB Clause37
5. SCC — Supplies under Framework Agreement (ITB Clause 37 / Rule 12, KPPRA Rules 2014)
6. Nature of Agreement. This procurement shall be governed as a Framework Agreement as per Khyber Pakhtunkhwa Public Procurement of Goods, Works and Services Rules, 2014 for a period of one year extendable for another year on agreed rate and other terms and conditions of contract. The Framework Agreement is entered into between the Director General, Emergency Rescue Service (Rescue-1122), Government of Khyber Pakhtunkhwa (the Purchaser) and the successful Bidder(s) for the FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) as detailed in the Schedule of Requirements.
7. Purchase/Supply Orders. The Purchaser shall place individual purchase/supply orders as and when required during the Framework Agreement period. Each purchase/supply order shall constitute a binding sub-contract governed by all terms of these Bid Solicitation Documents. The Purchaser does not guarantee any minimum quantity of orders during the agreement period.
8. Fixed Unit Rates. Unit rates agreed at the time of award shall remain firm and fixed for the entire duration of the Framework Agreement. No upward revision shall be entertained on account of market fluctuation, increase in cost of materials, labour, or any other factor.
9. Delivery Schedule. Upon receipt of each purchase/supply order, the Supplier shall complete fabrication and deliver the specified vehicles within Forty Five (45) days from the date of issuance of the order and after chassis being provided/delivered by the ERS (Rescue-1122) for fabrication, unless a different delivery period is specified in the purchase order. Liquidated damages at 0.02% per day of the value of delayed vehicle(s) shall apply for late delivery, up to a maximum of 10% of the purchase order value, after which the Purchaser may invoke termination provisions.
10. Performance Security. The Supplier shall provide/maintain irrevocable/ valid Bank Guarantee equivalent to Ten (10%) percent of the estimated value of purchase orders, in favor of the Director General ERS (Rescue-1122), renewable annually throughout the Framework Agreement period. Failure to renew at least thirty (30) days before expiry shall suspend order issuance and, if not remedied within fifteen (15) days of notice, constitute grounds for termination of the Framework Agreement.
11. Inspection and Acceptance. Each vehicle fabricated under a purchase order shall be subject to inspection by a duly constituted Inspection Committee prior to acceptance and payment. The Inspection Committee's decision shall be final. Rejected vehicles must be rectified and re-presented within fifteen (15) working days with no additional cost to the Purchaser.
12. Warranty. All vehicles delivered under this Framework Agreement shall carry a minimum warranty of One (01) year or as applicable from the date of acceptance, covering all fabrication work, installed fittings, electrical systems, firefighting equipment, and biomedical/rescue equipment. Spare parts shall be provided free of cost during the warranty period. Where modification or fabrication voids the original chassis manufacturer's warranty, the Supplier assumes full responsibility for all resulting defects during the warranty period and shall rectify or replace at no cost to the Purchaser.
13. Payment. Payment for each purchase/supply order shall be made in Pakistani Rupees by crossed cheque within Thirty (30) days of successful delivery, inspection, and issuance of the Acceptance Certificate by the Inspection Committee, subject to availability of funds. One hundred percent (100%) of the purchase order value shall be paid as a single payment upon acceptance. No advance payment shall be made as specified in rule 45 of KPPRA, However, in urgent circumstances / requirements, with strong justification, the procuring entity may consider a request for advance payments subject to 100 % irrevocable bank guarantee with the approval of Finance Department.
14. Specifications Compliance. Technical specifications in the Schedule of Requirements shall be binding on the Supplier for every vehicle produced under any purchase order during the Framework Agreement period. No deviation from the specifications shall be permitted. The Purchaser reserves the right to carry out random quality audits of vehicles under fabrication at the Supplier's facility at any time during the agreement period.
15. Termination. The Purchaser may terminate this Framework Agreement with thirty (30) days written notice in the event of: (a) persistent failure to meet delivery timelines across two or more consecutive purchase orders; (b) failure to maintain required Performance Security; (c) blacklisting or debarment of the Supplier by any government authority; or (d) corrupt, fraudulent, or collusive practices. Upon termination, all pending purchase orders may be cancelled and the Performance Security shall be forfeited.
16. Multiple Suppliers. The Purchaser reserves the right to award the Framework Agreement to more than one technically qualified Supplier per Lot. Frame work Agreements shall be signed amongst Highest Ranked fair bidders  by the Purchaser's.
17. Governing Law:- This Framework Agreement shall be governed by KPPRA Rules 2014, the KPPRA Act 2012, and the laws of the Islamic Republic of Pakistan. Any dispute shall be referred to arbitration under the Arbitration Act 1940, with jurisdiction of the courts of Peshawar, Government of Khyber Pakhtunkhwa.

18. Inspections and Tests (GCC Clause-10
GCC 10.3—Inspection and tests of goods/delivery of Goods and at final acceptance are
as follows:

[bookmark: Final_Acceptance_by_the_Procurement_Comm][bookmark: 6.Packing_(GCC_Clause_11)]Final Acceptance by the Procurement Committee 6.Packing (GCC Clause 11)
Applicable as required by the Purchaser/Procuring Entity.

19. [bookmark: 7._Delivery_and_Documents_(GCC_Clause12)]Delivery and Documents (GCC Clause12)

GCC Clause 12.1—

GCC 12.1—In case of Import or as required otherwise, upon shipment, the Supplier shall notify the Purchaser the full details of the shipment, including Contract number, description of Goods, quantity and usual transport document. The Supplier shall mail the following documents to the Purchaser/Procuring Entity:

(i) Copies of the Supplier’s invoice showing Goods’ description, quantity, unit price, and total amount;
(ii) original and two copies of the usual transport document (for example, a negotiable bill of lading, a non-negotiable sea waybill, an inland waterway document, an air waybill, a railway consignment note, a road consignment note, or a multimodal transport document) which the buyer may require to take the goods;
(iii) Copies of the packing list identifying contents of each package;
(iv) Insurance certificate (if applicable)
(v) Manufacturers or Supplier’s warranty certificate; (if applicable)
(vi) Inspection certificate, issued by the nominated inspection Entity, and the Supplier’s factory Inspection report; and
(vii) Certificate of origin.

GCC 12.2—Applicable Delivery Mode: Delivered Duty Paid (DDP) of Incoterms 2011 at Emergency Rescue Service (Rescue – 1122 ) Headquarter or any other site in Pakistan as advised/directed by the DG ERS-1122.

20. [bookmark: 8._Insurance_(GCC_Clause13)]Insurance (GCC Clause13)

GCC 13.1— The Goods supplied under the Contract shall be Delivered Duty Paid (DDP) under which all the risk is transferred to the buyer / concerned Institution only after the intended goods have been delivered to their desired destination. Hence insurance coverage is seller’s responsibility for arranging appropriate coverage.

21. [bookmark: 9._Spare_Parts_(GCCClause16)_NA]Spare Parts (GCC Clause-16) NA
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22. Liquidated Damages (GCC Clause25)

GCC 25.1—Applicable rate: 0.02% per day of the total Contract price
[bookmark: Maximum_deduction:_≤_10%_of_the_total_co]Maximum deduction: ≤ 10% of the total contract amount as per applicable KPPRA Rules 2014 & Act 2012.

23. Disputes Resolution (GCC Clause31)

GCC 31.3- the dispute resolution mechanism to be applied pursuant to GCC Clause
31.2 shall be as follows:

In the case of a dispute between the Purchaser and the Supplier, the dispute shall be referred to adjudication or arbitration in accordance with The Arbitration Act 1940.The jurisdiction of Court shall be of Peshawar, Govt. of Khyber Pakhtunkhwa.

24. [bookmark: 14._Governing_Language_(GCC_Clause31)]Governing Language (GCC Clause31)

GCC 31.1—The Governing Language shall be: English


25. [bookmark: 15._Applicable_Law_(GCC_Clause32)]Applicable Law (GCC Clause32)

GCC 32.1-The Contract shall be interpreted in accordance with the laws of Islamic Republic of Pakistan, which includes the following legislation:

· [bookmark: _KPPRA_Act2012]KPPRA Act 2012
· Khyber Pakhtunkhwa Procurement of Goods, Works & Services Rules2014
· The Contract Act 1872 or any other Law / rules of the Govt 

26. Notices (GCC Clause-33)

[bookmark: 17._Duties,_Taxes_&_Levies_(GCC_clause34]GCC 33.1—Director General, Emergency Rescue Service (Rescue-1122), Sunehri Masjid Road Near by Peshawar Press club Peshawar.
27. Duties, Taxes & Levies (GCC clause34)
The Unit price quoted by the bidder shall be: inclusive of all duties, taxes& levies if applicable.

Mandatory Criteria.

a) The bidder(s) shall provide National Tax and STRN.
b) The bidder should be on Active Taxpayers List (ATL) of FBR.
c) Bidder(s) must provide an Affidavit on judicial stamp paper of Rs.500/- that bidder is not currently blacklisted by any Public/Private Sector Organization in Pakistan.
d) The firm/bidder shall provide a conformity certificate on Judicial Stamp Paper that all the relevant documents regarding the past experience/ bank statement, annual audit reports and other required documents submitted in the bidding documents are genuine and correct.
e) The bidder must submit an affidavit on judicial stamp paper agreeing to replace any supplied/install items found to be sub-standard or not in compliance with the specifications of the contract agreement, at their own expense.
f) The bidder must certify on judicial stamp paper that they shall provide 02 years warranty after sales service alongwith spare-parts shall be free of cost.
g) Firm having its own manufacturing plant (OEM certificate and ESSI & EOBI and must provide details of local labor as proof).
h) PEC Valid Registration Certificate in Category C-4 (ME-06) or higher, if applicable.
i) Standardization certificate for fiberglass by Govt. standardization committee, if applicable.
j) Bank Account Maintenance Certificate.
	
Note:. Those bidders who do not comply the eligibility/mandatory requirement will not be considered for further evaluation and will be declare Non-Responsive/Disqualify.
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FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) — 4x4 Single Cabin Pickup Ambulance (Lot-1), Fire Truck 4x4 (Lot-2), Fire Truck 4x2 (Lot-3), 4x2 Hi Roof Van  Ambulance (Lot-4),

	S. #. 
	Description of Variables
	Allocated Marks 

	1
	Fully compliance with the required specifications.
i. Fabrication Quotation
ii. Biomedical Equipment Quotation 
Note: Vis-a-Vis comparison shall be provided duly supported with Broachers (incase of Biomedical Equipment)
	Mandatory

	2.
	Additional features of the product (One mark for each additional feature per Biomedical equipment if it enhances the Performance of equipment in required Field). 
Note: 
i. The additional feature shall ensure improved functionality to validate the value for money as per KP-PPRA
	10

	3.
	i. Valid ISO 9001 (Quality Management Certificate) (04 Marks)
ii. Valid ISO 14001 (Environmental Management system) (03 Marks)
iii. Valid ISO 45001 (Occupational health and safety management systems) (03 Marks)
	10

	
	In addition to the mandatory certification, extra certifications (CE, US-FDA, or MHLW) will be awarded 1 mark per certificate per equipment, subject to a maximum of 12 marks.

	12

	5.
	Test report from Ministry of Science & Technology issued in the name of firm within the past 2 years regarding Fiberglass sheet having compressive strength of more than 25,000 (psi) 
	05

	6. 
	Minimum 500 units completed in last 5 years with Government organization (2 Marks per project subject to provision of verified work order along with completion certificate duly signed by concern department/organization). 
	10

	7.
	Years served in market. Institution includes government departments and private institution. 
	Years served 
20 year and above
12 years to 19 years
01 years to 11 years
	Marks
08
04
02
	8

	8.
	Audit report attested by Chartered Accountant for the last three years
Showing Sales Above 400 Million                                               = 10 Marks
Showing Sales Above 300 Million and Less than 399 Million    = 07 Marks
Showing Sales above 200 Million and less than 299 Million        = 05 Marks
Showing Sales above 100 Million and less than 199 Million          = 03 Marks
Showing Sales less than 99 Million                                             = Zero Marks
	10

	9.
	If the Chartered Accountant firm is in the satisfactory QCR rating list of ICAP = 05 Marks
	05

	10.
	Valid Professional Tax Certificate
	05

	11.
	3S facility (Sales, Service & Spare-parts) in Khyber Pakhtunkhwa
	05

	12.
	Documented proof of import of canopy door locks and hinges used in fabrication 
	05

	13.
	Original manufacturer brochures for the biomedical equipment to be installed in the ambulance during fabrication have been submitted.
	05

	14
	The bidder who possess fully functional and operational in house fabrication workshop with a dedicated testing and calibration laboratory for tool and equipment.
	10

	
	Total Marks
	100


Note: The bidders achieving a minimum of 70% qualifying marks in Technical Bid, afterwards the bid will be considered technically responsive for financial bid opening as per KP-PPRA. Financial bids of only technically qualified bidders will be opened publicly at the time to be announced by the Procuring Entity. The Financial Bids of technically disqualified bidders will be returned un-opened to the respective Bidders.
Furthermore, Contract shall be awarded to the (highest ranking fair bid) Best Evaluated Bidder

       SECTION III.
SCHEDULE OF REQUIREMENTS (SOR)
Specifications for FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) (Ambulance)
LOT -1 (Single Cabin Pickup-4x4&4x2)



	S.No.
	Item Detail
	Specifications
	
	Rate

	01
	Vehicle
	Vehicle Type: 4×4 Single Cabin Pickup
•   Engine: 2,300 cc – 3,000 cc
•   Payload: 1,000 kg – 1,500 kg
	
	

	02
	Special Suspension
	•   Additional suspension including stabilizing bars, especially designed for ambulance use, to reduce skid and jerk during patient transport.
	
	

	03
	Fabrication of Rear Patient Compartment
	Rear cabin fabrication specifications:
•   Approximate rear cabin dimensions: L 9’ × W 5.9’ × H 5.9’
•   Base of main body made of M.S. channels, joined to chassis frame with U-bolt system.
•   Skeleton made of sandwich PU panels, 50–60 mm thickness.
•   Exterior sheet of panels to be aluminium.
•   One swing door on the left-hand side of the vehicle.
•   Two swing doors at the rear of the vehicle.
•   One hood on the roof of the driver cabin to accommodate emergency bar light (red/blue).
	
	

	04
	Standard Accessories
	•   Front seat belts, tool kit, spare wheel, vehicle manuals, standard instruments and accessories.
	
	

	05
	Floor
	•   Floor shall not be punctured for installations.
•   Special moulded FG/ABS flooring base: 5–8 mm thick.
•   Floor covered with non-slip, non-staining, waterproof, washable coating comprising special resin, plastic flakes, transparent lamination — OR — imported antibacterial one-piece vinyl sheet 2–3 mm thick.
•   Flooring to cover all sides and gaps of cabinetry, making it completely watertight.
•   Special hard points for installation of chair, cabinet, bench, etc.
•   S/S 16 SWG sheet on floor under the stretcher area.
	
	

	06
	Partition Wall
	•   Partition wall between driver and patient compartment made of FG/ABS sheet, fixed with steel brackets to side walls.
•   Small window with built-in sliding glass for communication between driver and patient compartment.
	
	

	07
	Ceiling
	•   Designed and manufactured using moulded ABS material.
•   Moulded ABS spoiler on ceiling with internal LED lighting.
•   Long grip handle of SS/aluminium along full ceiling length, properly reinforced.
•   Two IV hooks with anti-swing belts (ceiling or side panel).
•   Air conditioning vents incorporated in ceiling for patient compartment.
	
	

	08
	Side Utility Vertical Panel
	Moulded ABS material, mounted on right side. Features:
•   Two O2 outlets.
•   O2 alarm system.
•   O2 cylinder changeover system with one pressure gauge for line pressure.
•   Switches and sockets for 12V DC & 220V AC.
•   Touch panel with LCD display.
Two panels total: one in driver cabin and one in EMT cabin. Rear cabin panel includes:
•   LCD temperature display of oxygen system.
•   Battery status display for two batteries.
•   Touch switches with LED indicators for: blue light, white cabin light, examination light, 220V inverter.
•   Switch and regulator for central suction.
•   Special electronic PCB with relay system installed.
	
	

	09
	Electrical Wiring
	•   Full wiring harness system — no joints or taping; all connector system.
•   Separate fuse box for each operation circuit.
•   All wires colour-coded and easily traceable.
•   Fire retardant, high temperature resistant insulation throughout.
•   Separate maintenance-free 40 Amp auxiliary battery for ambulatory compartment, charged via vehicle generator.
•   Imported 220V inverter, 300–400 watts, for ambulatory compartment.
	
	

	10
	Oxygen Supply System
	•   Brand new imported oxygen cylinders, 10-litre capacity, duly tested, certified, and filled by a government-approved company.
•   Low oxygen alarm and automatic changeover system.
•   Oxygen supply hose: resilient, reinforced plastic/rubber, retaining flexibility in temperatures up to 65°C, with brass sockets and connectors.
•   Imported pressure regulator (“Panel A”).
•   Oxygen delivered through two outlets on panel and one outlet over attendant bench (for additional patient), with flow-meters and face masks.
•   One pressure gauge on panel for line pressure monitoring.
	
	

	11
	One-Person Crew Seat
	•   Fixed to vehicle body at head end of patient.
•   Waist seat belt with best quality artificial leather/fabric.
•   Multiple adjustment levels for rotation.
•   Foldable armrest.
•   Automobile-grade foam.
	
	

	12
	Medical Cabinet
	Right-side of vehicle. High-quality non-staining, scratch-resistant, rust-proof, waterproof ABS material. Double-side finished moulded ABS doors and drawers, self-locking handles, self-closable imported surface hinges. No sharp edges. Four sections:
1. Oxygen Section:
•   Accommodates two M.F.-size O2 cylinders. Moulded ABS brackets with easy locking. Door with Plexiglas window. Internal light with door switch. Vinyl flooring in cabinet.
2. Drawers Section:
•   4–5 drawers (depending on vehicle size). S/S sheet material. Special self-closing & self-retaining catcher handle lock system — cannot open inadvertently during emergency driving.
3. Wash Basin Section:
•   Special moulded ABS wash basin with tap. Water reservoir 18–20 litres. Electric pump with auto cut-off switch (15-second timer). Rounded top edges and corners. One soap dispenser and one toilet roll holder.
4. Central Suction System:
•   Built-in central suction within side cabinetry for long-duration operations. 1-litre polycarbonate bottle, regulator, and gaugprojecvt
	
	

	13
	Warming Cabinet for I/V Fluids
	•   Thermostatically controlled cabinet to maintain I/V fluids at 37°C, enabling immediate use in emergency situations.
	
	

	14
	Side Cabinet (AED, Monitor, Suction)
	Completely ABS material, right side of vehicle, from end of main cabinet to full remaining length.
•   Top shelf with special brackets to accommodate AED, patient monitor, emergency bag, and search lights.
•   Lower shelf with space for suction unit.
•   One shelf with electrical socket for accessories.
	
	

	15
	Overhead Cabinet
	•   One overhead cabinet, ABS material, right side of vehicle, for general storage.
	
	

	16
	Main Automatic Loading Stretcher
	Auto/self-loading type stretcher. High-strength aluminium and stainless steel construction.
•   Adjustable height: 65–85 cm.
•   Back rest adjustable 0–65° via gas spring; swing-down side rails to protect patient during transfer.
•   Mechanical legs controlled by handles on both sides.
•   Single-person loading into ambulance.
•   Locking/fixing device when stretcher is inside vehicle.
	
	

	17
	Outside Design & Marking
	•   Reflecting tapes and the word ‘AMBULANCE’ on front, rear, and both sides.
•   Name of institution and Rescue 1122 on back, right & left sides, and roof.
•   Reflecting vinyl stickers (Panel A) as approved by the institution.
	
	

	18
	External & Internal Lights & Warning Devices
	•   Special FG spoilers on front and rear rooftop to accommodate emergency bar light and PA system.
•   PA siren/hooter system: minimum 150-watt output.
•   All external and internal lighting to be LED.
•   Two LED flood lights (min. 25W each) at rear, two on sides.
•   Two additional waterproof weather-resistant external surface-mounted lights on left and right sides.
•   Adequate internal lighting for night operations.
	
	

	19
	Intercom
	•   Internal communication system between driver cabin and ambulatory cabin via intercom.
	
	

	20
	Patient Database & Monitoring Software
	Special EMS software for patient data entry and real-time sharing with control room. Tablet included.
•   4G/LTE connectivity.
•   Vehicle GSM tracking.
•   360° panoramic IP camera in ambulatory compartment ceiling: IR range 8 m, resolution up to 4 MP. Ability to transmit patient vital signs to control room.
•   Tablet: 4G LTE, 8–10-inch touchscreen, rear camera 8 MP, front camera 5 MP, min. 4 GB RAM, 16 GB storage.
	
	

	21
	Dash Board LCD Screen
	1. 10″ Android Panel LCD with GPS & Camera Support
 Universal 10″ touchscreen display with built-in GPS navigation, Wi-Fi, Bluetooth, and Android OS
Supports front and rear camera input, maps apps, playlists, and more
 Can install navigation apps like Google Maps for real-time routing
Great for ambulances to show GPS + camera view together. 
2. 10″ Android Smart Car Multimedia Display
10″ HD touchscreen Android system with GPS, Bluetooth, Wi-Fi
 Supports camera feed input (front/rear) and navigation apps
Includes entertainment and connectivity features — useful if you want more than just navigation
Works well as a dashboard monitor for GPS + cameras
GPS/Navigation Support — Built-in GPS or Android OS with map apps.
Camera Inputs — Ability to connect one or more cameras (front & rear).
Touchscreen Interface — For easy control while driving.
Wide Voltage Range (12–24 V) — Compatible with ambulance power systems.
Split-Screen Support — Display GPS and camera feed together
	
	



SECTION B — SPECIALIZED MEDICAL EQUIPMENT

	S.No.
	Item Detail
	Specifications
	
	Rate

	21
	Patient Monitor
	•   Shockproof and waterproof.
•   8-inch colour TFT screen.
•   Parameters: ECG, SpO₂, NIBP, HR, TEMP, RESP — 7 waveforms.
•   Built-in rechargeable battery, 6-hour operating time.
•   720-hour trend data analysis.
•   Compact design for mobile monitoring. Car charger included.
•   Adult, paediatric, and neonatal accessories for all parameters.
•   Networkable with central monitoring system.
•   Weight ≤1.5 kg. Compact and water-resistant.
	
	

	22
	AED – Automated External Defibrillator (FDA/CE Certified)
	•   Audio and visual CPR prompts (‘Push Harder’, ‘Good Compressions’).
•   Biphasic technology. Maximum energy auto-programmed selection: 120J / 150J / 200J.
•   Consumer lithium batteries — 5-year shelf life, retail-available, not manufacturer-dependent.
•   Electrodes preferably reusable.
•   FDA and/or CE Certified.
	
	

	23
	Glucometer
	•   Glucometer with 50 test strips.
	
	

	24
	Portable Suction Unit
	•   Rechargeable battery-operated portable suction device.
•   Maintenance-free vacuum pump.
•   Autoclavable container with anti-overflow valve and effective closure system.
•   Techno-polymer body, easy to clean.
•   Maximum vacuum: 600 mmHg. Airflow: 23 L/min.
•   Bacteria filter, silicon & PVC tube, holding bracket, suction catheter.
	
	

	25
	Ultrasonic Nebulizer 
	•   Rechargeable battery. Mains and battery operation.
•   For upper and lower respiratory tract treatment (colds, asthma, respiratory disease).
•   Disinfectable. High nebulization capacity (>0.4 ml/min). Short inhalation time.
•   High proportion of respirable particles. High-frequency ultrasonic nebulization.
•   Replacement medication container. Automatic switch-off after 10 minutes.
•   Accessories: adult mask, children’s mask, extension tube, rechargeable battery, power adapter, protective bag.
	
	

	26
	Spine Board with Head Immobiliser (imported)
	•   Floatable spine board — reduces contamination risk during patient transport.
•   High-density, completely recyclable polyethylene moulded into a unique one-piece shell.
•   Exclusive head immobiliser designed for optimum head immobilization of traumatized patients.
	
	

	27
	Oxygen Concentrator alongwith inverter
CE
	Feature Specification Range 
Oxygen Flow Rate ~8-10 L/min continuous (some units up to 15 L/min) 
Oxygen Purity ~90 % – 96 % (medical grade standard) 
Operating Mode Continuous flow (critical for ambulances) 
Power Options AC mains (110/220 V), Vehicle DC (12 V/24 V) designed for ambulance electrical systems 
Oxygen Outlet Pressure Typically ~0.3 – 0.8 bar (4 – 11 psi) but some designs output higher for ventilators 
Noise Level ≤40 – 70 dB(A) depending on unit size 
Weight ~5 kg (compact models) up to ~40 kg (larger mobile units) 
Environmental Operates in typical ambulance interior conditions; some specified for up to high altitudes 
Continuous Run Capability 24/7 continuous with safeguards and alarms) 
Alarms Low Purity, High Temperature, High/Low Pressure 
Other Features Digital LCD, multi filter system, built in safety shutdown and maintenance alerts 
Certified FDA approved/ European Made.
Inverter
minimum 1500 watts continuous 
2000–2500 watts surge 
input: 
12V DC for pickups 
24V DC for vans/trucks 
output: 
220V AC 
150 Ah auxiliary battery 
alternator charging
automatic low-voltage cutoff 
overload protection 
heat protection
	
	

	28
	Pulse Oximeter
(CE certified)
	Hand Held Pulse Oximeter with soft probe and a protective silicon case.
	
	

	29
	Venomous extractor
	Mechanism: Manual vacuum pump (single-handed operation).
Suction Strength: Approximately 750 to 800 millibars.
Material: Usually constructed of durable plastic (ABS, PC, or PP).
Portability: Compact and lightweight, often weighing between 90g and 155g (approx. 3-5 oz).
Reusable: Designed for multiple uses.
	
	

	30
	Chest extrication device
	Material: Tough, vinyl-coated nylon, designed for durability and ease of cleaning.
Components: Vest-type wrap-around design with built-in, color-coded, nylon webbed straps (secured by snap-lock buckles), two head straps, and a head pad.
Weight: 3 kg (6.6 lb) to 4.5 kg (10 lb).
	
	

	31
	









Cervical Color

	1 Type of Device Adjustable Cervical Collar for pre-hospital trauma care 
2 Purpose Immobilization of cervical spine in trauma or accident patients 
3 Material Lightweight high-density polyethylene or foam padded plastic 
4 Design Adjustable multi-size design (single collar adjustable for different neck sizes) 
5 Sizes Adult, Pediatric, or Universal adjustable size 
6 Padding Soft foam padding for patient comfort and skin protection 
7 Airway Access Large trachea opening for airway management and monitoring 
8 Radiolucency X-ray / CT scan compatible (radiolucent material) 
9 Fastening Velcro strap or secure locking system 
10 Cleaning Easy to clean and disinfect or single-patient disposable type 
11 Weight Lightweight for easy use in emergency conditions 
12 Standards Compliance with international EMS / medical device standards 
13 Certification CE Mark / FDA approved 
14 Use Environment Suitable for ambulance, rescue, and pre-hospital trauma care

	
	

	32
	





Laryngoscope
	1 Type of Equipment Laryngoscope Set for Airway Management 
2 Purpose Visualization of the larynx for endotracheal intubation during emergency care 
3 Handle Stainless steel handle with battery-powered illumination 
4 Light Source LED or Xenon high-intensity light source 
5 Blade Type Macintosh (curved) and Miller (straight) blades 
6 Blade Sizes Minimum 4 blades (e.g., sizes 0, 1, 2, 3, 4) suitable for neonatal, pediatric, and adult patients 
7 Material Medical-grade stainless steel blades 
8 Sterilization Autoclavable blades 
9 Power Source Rechargeable or standard batteries compatible with ambulance use 
10 Connection Standard hook-on or fiber optic system

	
	



SECTION C — SURGICAL & EMERGENCY KITS

	S.No.
	Item Detail
	Specifications
	
	Rate

	33
	Burn Kit (in Box)
	Burn kit contents:
•   Sofratule — 5 packs
•   Water gel / burn gel dressings 10×10 cm — 5 Nos.
•   Sterilized gauze 4×4 — 5 Nos.
•   Silver sulfasalazine cream — 2 Nos.
•   Xylocaine gel — 2 Nos.
•   Burn lotion — 2 Nos.
•   Burn sheets — 2 Nos.
•   Bandages size 4” — 4 Nos.
•   Angular scissor — 1 No.
•   Medical tape size 1” — 2 Nos.
	
	

	34
	Amputation Kit (in SS Tray)
	Packed in stainless steel tray:
•   Saw cutter — 1 No.
•   Needle holder — 1 No.
•   Artery forceps — 2 Nos.
•   Toothed forceps — 1 No.
•   Tissue scissor — 1 No.
•   Sponge holder — 1 No.
•   Dressing scissor — 1 No.
•   Crepe bandages small & large — 2 each
•   Gauze packs large — 4 Nos.
•   Silk 2/0 & size 1 with needle — 2 each
•   Tourniquets — 4 Nos.
•   Inj. Xylocaine — 5 Nos.
•   Inj. Sosegon — 2 Nos.
•   Inj. Dicloran — 2 Nos.
•   Inj. Maxolon — 2 Nos.
•   Inj. Distilled Water — 4 Nos.
•   Disposable syringes 5cc & 10cc — 5 each
•   Antiseptic wipes — 1 box
•   Quick Clot (immediate bleeding control) — 1 No.
•   Haemostatic gauze — 1 box (50 pcs)
	
	

	35
	One Airway Management Bag
	Strong waterproof PVC-coated washable red parachute cloth, yellow reflective strips, Rescue 1122 printed, with appropriate compartmentalisation. Contents:
•   Ambu bag with special valves — limits excessive gas flow, reduces gastric insufflation risk. (Panel A)
•   Hand-operated manual suction apparatus — CE Certified.
•   One portable BP apparatus (mercury base) with stethoscope.
•   Silicon laryngeal masks — 3 variable sizes with transparent tube (3 of each size).
•   One professional LED torch.
•   Colour-coded airways, assorted sizes — 1 set.
•   Mouth opener.
•   Sterilized disposable gloves — 4 pairs.
•   Contaminant bags — 4 Nos.
	
	

	36
	Trauma First Aid Bag (Rucksack Type)
	Strong waterproof PVC-coated washable red parachute cloth, yellow reflective strips, Rescue 1122 printed, rucksack design with appropriate placement. Contents:
•   Wooden splints — 2 Nos.
•   Crepe bandage 4” — 1 No.; 6” — 1 No.
•   Normal Saline 0.9% — 1 No.
•   Pyodine solution — 1 No.
•   Dressing scissor — 1 No.
•   Pyodine powder — 1 No.
•   4×4 gauze pads — 4 Nos.
•   Sticking plaster 1” — 2 Nos.
•   Antiseptic wipes — 1 box.
	
	

	37
	One Folding Stretcher (Two-Fold)
	•   Frame: 1¼” round lightweight aluminium alloy.
•   Bedding area: strong water-resistant PVC-coated washable orange parachute cloth, Rescue 1122 printed.
•   Comes with special carrying bag made of parachute material.
	
	



SECTION D — RESCUE EQUIPMENT

	S.No.
	Item Detail
	Specifications
	Qty
	Rate

	38
	Rescue Equipment
	Rescue equipment to be stored within vehicle:
•   Two full-body rescue harnesses with front D-ring loop near waist and back ring between shoulder blades. (EN/CE Certified)
•   One figure-of-eight descender & two D-rings, aluminium alloy, approx. 30 kN. (EN/CE Certified)
•   Two static rappelling ropes: 11 mm dia., 45 m length, min. 35 kN tenacity. (EN/CE Certified)
•   Rope rollers for rope protection against sharp edges.
•   Two leather abseiling/repelling gloves.
•   One floatable safety rope: 8 mm dia., 45 m length. (EN/CE Certified)
•   Two general-purpose nylon ropes: 11 mm dia., 20 m length each.
•   Two orange life jackets with reflecting tape for water rescue — 15–20 lb buoyancy, Rescue 1122 printed front and back.
•   One safety bosun’s chair.
•   One SS fireman’s axe with flat head and insulated handle.
•   One jumping sheet 12×12 ft., high-grade thread stitching, 12 mm thick nylon rope hand-grips for 6–8 persons.
•   One crow bar: 5 ft. length, 30 mm dia., pointed and flat heads.
•   Two multipurpose full-face reusable smoke masks in separate cases.
•   One emergency rechargeable LED long-range search lights — 1-year warranty.
•   Electric winch, 3-ton capacity, installed at appropriate mounting point.
	
	



SECTION E — ADDITIONAL ACCESSORIES & GENERAL ITEMS

	S.No.
	Item Detail
	Specifications
	
	Rate

	39
	Additional Accessories
	•   One portable aluminium oxygen cylinder, approx. 2-litre capacity, with flow-meter in carrying bag with re-filling valve.
•   One BP apparatus — wall-mounted, large dial type 5/6”, adult & paediatric cuffs, imported (Panel A, with stethoscope)
•   •   One mercury thermometer. Ampule & syringe cutters.
•   Two personal EMT kits (belt-attachable): 1 scissor, 1 forceps, 1 pen light, 1 face mask, 1 CPR mask, 1 tourniquet each.
•   Plastic urinals — male and female, 1 each.
•   Disposable gloves 100-piece — 2 boxes. Disposable CPR masks — 10 Nos. Tissue paper boxes — 2 Nos.
•   One multi-purpose tool (hardened steel): saw, can opener/grasper, bolt opener, ultra-sharp trimmer knife, oxygen bottle opener, angle cutter, scraper.
•   One seat belt cutter with hard-impact glass breaker.
•   Collapsible safety cones with reflectors.
•   Triage ribbons in waist pouch with belt.
	
	

	40
	General Items
	•   Caution sign tape rolls — 3 Nos.
	
	

	41
	Fire Extinguisher
	•   6 kg dry chemical powder type, placed in special moulded mounting case.
	
	

	42
	Trash Box
	•   Stainless steel, 6–8 litre capacity, floor-mounted, with plastic removable and washable inner lining.
	
	









SCHEDULE OF REQUIREMENTS (SOR)
Specifications for FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK)
LOT -2 (Fire Truck 4x4)



	S.No.
	Item Detail
	Specifications
	
	Rate

	1.
	General Specification/ Fabrication on Vehicle:
	Fabrication of fire vehicle equipped with all extinguishing agent that is water, foam, dry chemical powder and CO2 system to combat with maximum type of fire class A, B, C & E as per specification and direction of the engineer in-charge.
	
	

	2.
	Crew Cabin
	The crew cabin be provided for accommodation of 04 fire personnel European standard cabin fitted with 4 N0. SCBA Seats with belts properly installed with leather paneling and interconnected behind driver. 
Crew cabin should be the integrated part of the driver's cabin for easy access and communication.
	
	

	3.
	Locker Compartment
	Locker Compartment for storage of firefighting accessories be provided behind the crew cabin. The locker compartment be made of galvanized steel sheet of 14 SWG, having aluminum shutter on both side of the vehicle for easy access to the 
Fire Fighting equipment with adequate lighting arrangement.
	
	

	4.
	Water Tank
	Capacity       :7,000 liter Capacity 
Material        :Mild steel sheet, electrically welded of 4mm thick 
Suspension  :Torsion free dully padded with re-
                      in force rubber 13/19 mm
Manhole       : 01 No. Quick release hatch type
Baffles Plate: 02 No.
Connection   :
1.   Tank be filled from male 2.5" instantaneous
      coupling via 2" bore pipe to the tank or 
      through  pump pressure
2.   The over flow and breather is of 2" bore 
      designed to minimize water loss and 
      arrange to discharge away from chassis 
      frame & brake
3.   Connection from tank to pump is of 4" bore 
      fitted with butter fly valve.
Tank Roof  :M/S Chiqured strip of 2/3 mm thick  with anti-slip Rubber Matts. 
Manhole     :1 No. quick release hatch type of 500-600 mm dia (approx.) with SS lid & lockable
Water Drainage point: 4" drain Plug.
	
	

	5.
	Foam Tank
	Capacity:     500 Liter (First filled of foam 3% 
                    Concentrate
Construction: S/Steell, fiber glass or suitable for all type of foam. Slide able in to chamber. 
Manhole:    One of 300m dia, Quick release hatch type.
Foam Contents Gauge: Visual, glass tube type. 
Connections: 1" Dia water propellant ball valve fitted foam proportional.
	
	

	6.
	DRY CHEMICAL POWDER (DCP) Fixed
	Capacity:2x135 kg DCP vessels
Propellant:2x5 kg CO2 /Nitrogen Cylinder
Construction: Mild steel construction 5/6 mm thickness
Hose/Gun:High pressure hose 1" dia x 100 ft long with discharge gun electrically re-winded. 
location: Located at suitable location
	
	

	7.
	CO2 CYLINDERS (Fixed)
	2x45 kg CO2 cylinder with 1/2" dia x 130' long high pressure hose on hose reel with controlled discharge gun.
	
	

	8.
	Fire Pump
(Imported standard EN1028 or Equivalent)
	Pump Type   : Single-Stage centrifugal Pump, 
Material        : Bronze impeller & stainless steel shaft
Performance :3800 LPM at 10 bar/4000 LPM at 8 bar
Working Pressure: 145 psi 
Maximum intake pressure:200 psi 
Drive System: Front Fly Wheel PTO (PTO should be in between Engine & Gear)
Suction Head:10 Ft - 28 Ft
Suction         :4"BSS Round Threaded with  Blank Cap
Delivery        :2x 2.5" Dia delivery outlet with female controlled
	
	

	9.
	Pump Construction
	Casing: cast iron
Impeller: bronze
Impeller Shaft: Stainless Steel
	
	

	10.
	Priming System
	Manual/Automatic priming system
	
	

	11.
	Foam Proportioning System
	Material:              Gun Metal
Output:                180 LPM (Liter Per Minute)
Admixing Ratio:   3%, 6%, 8%
Control:               Manual
Location:             Around the Pump
	
	

	12.
	CONTROL PANEL 
Control/Gauges on Rear Side of the Vehicle
	Engine throttle control lever
Primer Control
Pump Pressure Gauge 0-25 Bars
Pump Compound Gauge (Diaphragm Type -1 to 10B
Tank To Pump Control
Hydrant inlet & control valve
First aid hose reel control valve
Visual water level indicator (Glass Tube Type)
Visual foam level indicator (Glass Tube Type)
Foam proportioning control valve
Panel Lights and switches
	
	

	13.
	Water/Foam Monitor
	Material:     Stainless steel construction
Location:    Fitted on the vehicles Top
Performance: Maximum rotation 360 degree
                      maximum elevation +75 to -15 
                      degree 
                      Throw range 150-250 ft under 
                      still air or wind direction 
                      @38degree elevate:
                      Flow rate 950 LPM to 1900 LPM 
                     at 5,7& 8.5 bars  
	
	

	14.
	Self Contained Breathing Apparatus (SCBA)
		Feature
	Typical Range / Value

	Type
	Open-circuit SCBA

	Gas Supply
	Compressed air

	Cylinder Pressure
	~300 bar / 30 MPa

	Cylinder Size
	6 L – 9 L

	Working Duration
	~30 – 60+ minutes

	Weight
	~10 – 20 kg (full set)

	Mask
	Full-face panoramic, positive pressure

	Low-Air Alarm
	Audible ≥90 dB

	Standards
	EN 137, ISO/SOLAS/IMO, NFPA



	
	

	15
	Firefighting Protective Clothing/Fire Suit 
	Property Typical Requirement 
Flame resistance Fabric must not melt or drip 
After-flame time ≤ 2 seconds 
Heat resistance Withstands 300-400°C (660°F) for short duration 
TPP (Thermal Protective Performance) ≥ 40-45 cal/cm² (common benchmark) 
Radiant heat resistance High 
Standards EN 469/ NFPA 1971/ ISO 11613 
Features Water Proof/repellent, Breathable, Resistant to chemicals , 3-Layer Design 
Garments Types Firefighting Coat (Jacket), Firefighting Trousers (Pant)
	
	

	16.
	Firefighting Gloves
	3-layer design:
Outer shell: Flame-resistant aramid (Nomex®/Kevlar® or equivalent)
Moisture barrier: Waterproof & breathable membrane (PTFE type)
Thermal liner: Heat-insulating aramid felt
Flame resistant: No melting, dripping, or ignition
Heat resistance: Contact heat ≥ 250°C
Cut resistance: High (reinforced palm)
Abrasion resistance: High
Dexterity: Allows hose handling and tool use
Long Cuff covering writs 
Standards : EN 659 / NFPA 1971
	
	

	17.
	Fire Fighting Helmet
	🔹 Shell
Heat-resistant thermoplastic or composite (fiberglass/aramid)
Impact resistant
Flame resistant
Withstands radiant heat & molten splash
🔹 Visor / Eye Protection
Clear polycarbonate visor or goggles
Anti-fog & scratch resistant
Heat resistant
Optional gold-coated radiant heat visor
🔹 Internal Liner
Shock-absorbing suspension system
Flame-resistant comfort padding
Moisture-wicking
🔹 Retention System
Adjustable chin strap (3- or 4-point)
Quick-release buckle
Fire-resistant material
🔹 Features
Neck protector (flame-resistant)
Helmet lamp holder
Communication headset compatibility
Standards : EN 659 / NFPA 1971
	
	

	18.
	Fire Fighting Boots
	🔹 Material
Rubber or leather fire boots
Flame & heat resistant
Waterproof
🔹 Toe Protection
Steel or composite toe cap
Impact resistance ≥ 200 J
🔹 Sole
Heat resistant sole ≥ 300°C
Oil, fuel & chemical resistant
Slip resistant
Anti-static
🔹 Midsole
Puncture resistant (steel or composite)
🔹 Insulation
Thermal insulation
Electrical insulation
🔹 Design
High leg (knee height)
Pull-on or lace-up with quick donning
Reflective strip on shaft
🔹 Comfort
Shock-absorbing insole
Breathable lining
Anatomical fit
🔹 Standards
Must comply with:
EN 15090 (Firefighter footwear)
or
NFPA 1971
	
	

	19.
	Search & Rescue Rope Kit
	Component Typical Specification 
Rescue Rope Static life safety rope, 9–11 mm diameter, 150–200 ft 
Accessory Cord 8–10 mm static for hitches 
Carabiners Locking, 27–40 kN rated 
Pulleys / Descenders High-strength rescue hardware 
Anchor Webbing/Straps Heavy-duty, rated 
Rescue Bag Flame/abrasion resistant

	
	

	20.
	Life Safety Harnesses with multiple hand tool
	Standard NFPA 1983 (Life Safety Harness) 
Class II or III 
Materials Flame-resistant webbing & hardware 
Attachment Points Dorsal, Sternal, Waist, Side 
Gear Loops Multiple, load-bearing 
Padding Removable, breathable 
Fasteners Quick-connect buckles 
Tool Integration Gear loops & accessory attachment 
Weight Handling ~600 lb+

	
	

	21.
	Portable generators 
	Generator Rating 03 kVA 
Voltage 230 V / Optional 400 V 
Frequency 50 Hz 
Engine Petrol 
Fuel Tank Capacity ≥ 05 L (for long operation) 
Start Type Electric (with recoil backup) 
Protection AVR, breakers, low oil/overtemp shutdown 
Outlets Weather resistant sockets 
Frame Heavy duty skid with handles/wheels 
	
	

	22.
	Portable Fire Pumps

	Engine Type Diesel 
Engine Power ~6.3 kW (8.4 HP) to ~22.5 HP or more 
Starting Recoil (manual) + optional electric start 
Fuel Type Unleaded diesel 
Fuel Tank Capacity ~5–12 L (varies by model) 
Run Time Several hours at rated load

	
	

	23.
	Ladder
	Ladder Type Typical Extended Length Typical Closed Length Typical Use 
Telescopic Ladder (Portable) 10′–16′ (3–5 m) Fixed Roof access 
Extension Ladder (2 stage Fixed) 24′–40′ (7–12 m) 12′–20′ (3.7–6 m) Upper floor rescue 
	
	

	24
	Hose Reel
	Hose Reel with 1x150 ft hose terminated with spray/jet nozzle, manual rewinding suitably located
	
	

	25.
	Delivery Hose Reel
	Hose Size 2.5″ (≈65 mm) inner diameter 
Hose Length 20 – 30 m (customizable) 
Working Pressure 8 – 12 bar (~120 175 psi) 
Test Pressure ≥18 bar (~260 psi) 
Burst Pressure ≥24 bar (~350 psi) 
Hose Material Synthetic lined (PVC/PU/Rubber) 
Reel Construction Powder coated steel or stainless steel 
Couplings Compatible with Storz / NH / NST / local standard 
Nozzle Adjustable lever–operated fire nozzle 
Standards EN 671 1 / NFPA compatible hose
	
	

	26.
	Hose Winder/roller
	Reel Model Type Hose Size Typical Length Capacity 
Small Booster Reel 2.5 Inch (Minimum) ~90–150 ft

	
	

	27.
	Body Works
	a) The body work to be of best quality galvanized sheet of 18 SWG/14 SWG. The frame shall be constructed from steel square /rectangular cubing 19mm to 38 mm
b) Enclosed tunnels are suitably positioned to 
    accommodate suction hose
c) Suitable bracket and clamping devices are 
    provided for the mounting of 30 ft long light 
    alloy extension ladder along the roof
d) Spare wheel be suitably fitted.
	
	

	28.
	Electrical Installation
	I. All emergency lightings, internal and external lighting with PA system would be operated on 12 volt
II. All mentioned above would be high quality LED lights
III. All electrical wiring would be of wiring harness system with no joint and tapping having all connecter system
IV. 1 control panel of 24 volt should be in drivers cabin
V. 02 No. of 50 watt flood lights would be installed at front and 02 No. at the rear.
	
	

	29
	Warning bar light and PA system
	I. Main high quality warning light should be in red and blue latest model square thin, installed on special spoiler on roof top of front cabin.
II. There would be warning lights in red and blue colour all around the vehicle especially in front grill and on the back of the cabin (minimum 15-20 LED light).
III. Every compartment would have separate LED lighting white colour
IV. 01 PA system 150watt output electronic siren with speaker and microphone.
	
	

	30.
	Painting
	The entire vehicle will be in Fire Red baked color or as per directives of the concerned Department with logos printed as desire of the department
	
	

	31.
	Training
	The supplier /manufacturer will arrange for free of cost training/familiarization course & round air travel to manufacturer facility with boarding and lodging of at 03 persons
	
	

	32.
	Publication
	The manufacturer will provide the operation and maintenance manuals of truck chassis and (Fire Super structure) in English as hard and soft copy on CD's etc.
	
	




	


SCHEDULE OF REQUIREMENTS (SOR)
Specifications for FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK)
LOT -3 (Fire Truck 4x2)


	
	S.No.
	Item Detail
	Specifications
	
	Rate

	1.
	General Specification/ Fabrication on Vehicle:
	Fabrication of fire vehicle equipped with all extinguishing agent that is water, foam, dry chemical powder and CO2 system to combat with maximum type of fire class A, B, C & E as per specification and direction of the engineer in-charge.
	
	

	2.
	Crew Cabin
	The crew cabin be provided for accommodation of 04 fire personnel European standard cabin fitted with 4 N0. SCBA Seats with belts properly installed with leather paneling and interconnected behind driver. 
Crew cabin should be the integrated part of the driver's cabin for easy access and communication.
	
	

	3.
	Locker Compartment
	Locker Compartment for storage of firefighting accessories be provided behind the crew cabin. The locker compartment be made of galvanized steel sheet of 14 SWG, having aluminum shutter on both side of the vehicle for easy access to the 
Fire Fighting equipment with adequate lighting arrangement.
	
	

	4.
	Water Tank
	Capacity       :7,000 liter Capacity 
Material        :Mild steel sheet, electrically welded of 4mm thick 
Suspension  :Torsion free dully padded with re-
                      in force rubber 13/19 mm
Manhole       : 01 No. Quick release hatch type
Baffles Plate: 02 No.
Connection   :
1.   Tank be filled from male 2.5" instantaneous
      coupling via 2" bore pipe to the tank or 
      through  pump pressure
2.   The over flow and breather is of 2" bore 
      designed to minimize water loss and 
      arrange to discharge away from chassis 
      frame & brake
3.   Connection from tank to pump is of 4" bore 
      fitted with butter fly valve.
Tank Roof  :M/S Chiqured strip of 2/3 mm thick  with anti-slip Rubber Matts. 
Manhole     :1 No. quick release hatch type of 500-600 mm dia (approx.) with SS lid & lockable
Water Drainage point: 4" drain Plug.
	
	

	5.
	Foam Tank
	Capacity:     500 Liter (First filled of foam 3% 
                    Concentrate
Construction: S/Steell, fiber glass or suitable for all type of foam. Slide able in to chamber. 
Manhole:    One of 300m dia, Quick release hatch type.
Foam Contents Gauge: Visual, glass tube type. 
Connections: 1" Dia water propellant ball valve fitted foam proportional.
	
	

	6.
	DRY CHEMICAL POWDER (DCP) Fixed
	Capacity:2x135 kg DCP vessels
Propellant:2x5 kg CO2 /Nitrogen Cylinder
Construction: Mild steel construction 5/6 mm thickness
Hose/Gun:High pressure hose 1" dia x 100 ft long with discharge gun electrically re-winded. 
location: Located at suitable location
	
	

	7.
	CO2 CYLINDERS (Fixed)
	2x45 kg CO2 cylinder with 1/2" dia x 130' long high pressure hose on hose reel with controlled discharge gun.
	
	

	8.
	Fire Pump
(Imported EN108 standard or equivalent)
	Pump Type   : Single-Stage centrifugal Pump, 
Material        : Bronze impeller & stainless steel shaft
Performance :3800 LPM at 10 bar/4000 LPM at 8 bar
Working Pressure: 145 psi 
Maximum intake pressure:200 psi 
Drive System: Front Fly Wheel PTO (PTO should be in between Engine & Gear)
Suction Head:10 Ft - 28 Ft
Suction         :4"BSS Round Threaded with  Blank Cap
Delivery        :2x 2.5" Dia delivery outlet with female controlled
	
	

	9.
	Pump Construction
	Casing: cast iron
Impeller: bronze
Impeller Shaft: Stainless Steel
	
	

	10.
	Priming System
	Manual/Automatic priming system
	
	

	11.
	Foam Proportioning System
	Material:              Gun Metal
Output:                180 LPM (Liter Per Minute)
Admixing Ratio:   3%, 6%, 8%
Control:               Manual
Location:             Around the Pump
	
	

	12.
	CONTROL PANEL 
Control/Gauges on Rear Side of the Vehicle
	Engine throttle control lever
Primer Control
Pump Pressure Gauge 0-25 Bars
Pump Compound Gauge (Diaphragm Type -1 to 10B
Tank To Pump Control
Hydrant inlet & control valve
First aid hose reel control valve
Visual water level indicator (Glass Tube Type)
Visual foam level indicator (Glass Tube Type)
Foam proportioning control valve
Panel Lights and switches
	
	

	13.
	Water/Foam Monitor
	Material:     Stainless steel construction
Location:    Fitted on the vehicles Top
Performance: Maximum rotation 360 degree
                      maximum elevation +75 to -15 
                      degree 
                      Throw range approx.  250 ft under 
                      still air or wind direction 
                      @38degree elevate:
                      Flow rate 950 LPM to 1900 LPM 
                     at 5,7& 8.5 bars  
	
	

	14.
	Self Contained Breathing Apparatus (SCBA)
		Feature
	Typical Range / Value

	Type
	Open-circuit SCBA

	Gas Supply
	Compressed air

	Cylinder Pressure
	~300 bar / 30 MPa

	Cylinder Size
	6 L – 9 L

	Working Duration
	~30 – 60+ minutes

	Weight
	~10 – 20 kg (full set)

	Mask
	Full-face panoramic, positive pressure

	Low-Air Alarm
	Audible ≥90 dB

	Standards
	EN 137, ISO/SOLAS/IMO, NFPA



	
	

	15
	Firefighting Protective Clothing/Fire Suit 
	Property Typical Requirement 
Flame resistance Fabric must not melt or drip 
After-flame time ≤ 2 seconds 
Heat resistance Withstands 300-400°C (660°F) for short duration 
TPP (Thermal Protective Performance) ≥ 40-45 cal/cm² (common benchmark) 
Radiant heat resistance High 
Standards EN 469/ NFPA 1971/ ISO 11613 
Features Water Proof/repellent, Breathable, Resistant to chemicals , 3-Layer Design 
Garments Types Firefighting Coat (Jacket), Firefighting Trousers (Pant)
	
	

	16.
	Firefighting Gloves
	3-layer design:
Outer shell: Flame-resistant aramid (Nomex®/Kevlar® or equivalent)
Moisture barrier: Waterproof & breathable membrane (PTFE type)
Thermal liner: Heat-insulating aramid felt
Flame resistant: No melting, dripping, or ignition
Heat resistance: Contact heat ≥ 250°C
Cut resistance: High (reinforced palm)
Abrasion resistance: High
Dexterity: Allows hose handling and tool use
Long Cuff covering writs 
Standards : EN 659 / NFPA 1971
	
	

	17.
	Fire Fighting Helmet
	🔹 Shell
Heat-resistant thermoplastic or composite (fiberglass/aramid)
Impact resistant
Flame resistant
Withstands radiant heat & molten splash
🔹 Visor / Eye Protection
Clear polycarbonate visor or goggles
Anti-fog & scratch resistant
Heat resistant
Optional gold-coated radiant heat visor
🔹 Internal Liner
Shock-absorbing suspension system
Flame-resistant comfort padding
Moisture-wicking
🔹 Retention System
Adjustable chin strap (3- or 4-point)
Quick-release buckle
Fire-resistant material
🔹 Features
Neck protector (flame-resistant)
Helmet lamp holder
Communication headset compatibility
Standards : EN 659 / NFPA 1971
	
	

	18.
	Fire Fighting Boots
	🔹 Material
Rubber or leather fire boots
Flame & heat resistant
Waterproof
🔹 Toe Protection
Steel or composite toe cap
Impact resistance ≥ 200 J
🔹 Sole
Heat resistant sole ≥ 300°C
Oil, fuel & chemical resistant
Slip resistant
Anti-static
🔹 Midsole
Puncture resistant (steel or composite)
🔹 Insulation
Thermal insulation
Electrical insulation
🔹 Design
High leg (knee height)
Pull-on or lace-up with quick donning
Reflective strip on shaft
🔹 Comfort
Shock-absorbing insole
Breathable lining
Anatomical fit
🔹 Standards
Must comply with:
EN 15090 (Firefighter footwear)
or
NFPA 1971
	
	

	19.
	Search & Rescue Rope Kit
	Component Typical Specification 
Rescue Rope Static life safety rope, 9–11 mm diameter, 150–200 ft 
Accessory Cord 8–10 mm static for hitches 
Carabiners Locking, 27–40 kN rated 
Pulleys / Descenders High-strength rescue hardware 
Anchor Webbing/Straps Heavy-duty, rated 
Rescue Bag Flame/abrasion resistant

	
	

	20.
	Life Safety Harnesses with multiple hand tool
	Standard NFPA 1983 (Life Safety Harness) 
Class II or III 
Materials Flame-resistant webbing & hardware 
Attachment Points Dorsal, Sternal, Waist, Side 
Gear Loops Multiple, load-bearing 
Padding Removable, breathable 
Fasteners Quick-connect buckles 
Tool Integration Gear loops & accessory attachment 
Weight Handling ~600 lb+

	
	

	21.
	Portable generators 
	Generator Rating 03 kVA 
Voltage 230 V / Optional 400 V 
Frequency 50 Hz 
Engine Petrol 
Fuel Tank Capacity ≥ 05 L (for long operation) 
Start Type Electric (with recoil backup) 
Protection AVR, breakers, low oil/overtemp shutdown 
Outlets Weather resistant sockets 
Frame Heavy duty skid with handles/wheels 
	
	

	22.
	Portable Fire Pumps
(Imported EN108)
	Engine Type Diesel 
Engine Power ~6.3 kW (8.4 HP) to ~22.5 HP or more 
Starting Recoil (manual) + optional electric start 
Fuel Type Unleaded diesel 
Fuel Tank Capacity ~5–12 L (varies by model) 
Run Time Several hours at rated load

	
	

	23.
	Ladder
	Ladder Type Typical Extended Length Typical Closed Length Typical Use 
Telescopic Ladder (Portable) 10′–16′ (3–5 m) Fixed Roof access 
Extension Ladder (2 stage Fixed) 24′–40′ (7–12 m) 12′–20′ (3.7–6 m) Upper floor rescue 
	
	

	24
	Hose Reel
	Hose Reel with 1x150 ft hose terminated with spray/jet nozzle, manual rewinding suitably located
	
	

	25.
	Delivery Hose Reel
	Hose Size 2.5″ (≈65 mm) inner diameter 
Hose Length 20 – 30 m (customizable) 
Working Pressure 8 – 12 bar (~120 175 psi) 
Test Pressure ≥18 bar (~260 psi) 
Burst Pressure ≥24 bar (~350 psi) 
Hose Material Synthetic lined (PVC/PU/Rubber) 
Reel Construction Powder coated steel or stainless steel 
Couplings Compatible with Storz / NH / NST / local standard 
Nozzle Adjustable lever–operated fire nozzle 
Standards EN 671 1 / NFPA compatible hose
	
	

	26.
	Hose Winder/roller
	Reel Model Type Hose Size Typical Length Capacity 
Small Booster Reel 2.5 Inch (Minimum) ~90–150 ft

	
	

	27.
	Body Works
	a) The body work to be of best quality galvanized sheet of 18 SWG/14 SWG. The frame shall be constructed from steel square /rectangular cubing 19mm to 38 mm
b) Enclosed tunnels are suitably positioned to 
    accommodate suction hose
c) Suitable bracket and clamping devices are 
    provided for the mounting of 30 ft long light 
    alloy extension ladder along the roof
d) Spare wheel be suitably fitted.
	
	

	28.
	Electrical Installation
	VI. All emergency lightings, internal and external lighting with PA system would be operated on 12 volt
VII. All mentioned above would be high quality LED lights
VIII. All electrical wiring would be of wiring harness system with no joint and tapping having all connecter system
IX. 1 control panel of 24 volt should be in drivers cabin
X. 02 No. of 50 watt flood lights would be installed at front and 02 No. at the rear.
	
	

	29
	Warning bar light and PA system
	V. Main high quality warning light should be in red and blue latest model square thin, installed on special spoiler on roof top of front cabin.
VI. There would be warning lights in red and blue colour all around the vehicle especially in front grill and on the back of the cabin (minimum 15-20 LED light).
VII. Every compartment would have separate LED lighting white colour
VIII. 01 PA system 150watt output electronic siren with speaker and microphone.
	
	

	30.
	Painting
	The entire vehicle will be in Fire Red baked color or as per directives of the concerned Department with logos printed as desire of the department
	
	

	31.
	Training
	The supplier /manufacturer will arrange for free of cost training/familiarization course & round air travel to manufacturer facility with boarding and lodging of at 03 persons
	
	

	32.
	Publication
	The manufacturer will provide the operation and maintenance manuals of truck chassis and (Fire Super structure) in English as hard and soft copy on CD's etc.
	
	





Specifications for FABRICATION OF AMBULANCES AND FIRE TENDERS (FIRE TRUCK) (Ambulance)
LOT -4 (Hi Roof Van 4x2)

	S.No.
	Item Detail
	Specifications
	
	Rate

	01
	Vehicle
	Vehicle Type: Hi Roof Van 4x2
•   Engine: 2,300 cc – 3,000 cc
•   Payload: 1,000 kg – 1,500 kg
	
	

	02
	Special Suspension
	•   Additional suspension including stabilizing bars, especially designed for ambulance use, to reduce skid and jerk during patient transport.
	
	

	03
	Fabrication of Rear Patient Compartment
	Rear cabin fabrication specifications:
•   Approximate rear cabin dimensions: L 9’ × W 5.9’ × H 5.9’
•   Base of main body made of M.S. channels, joined to chassis frame with U-bolt system.
•   Skeleton made of sandwich PU panels, 50–60 mm thickness.
•   Exterior sheet of panels to be aluminium.
•   One swing door on the left-hand side of the vehicle.
•   Two swing doors at the rear of the vehicle.
•   One hood on the roof of the driver cabin to accommodate emergency bar light (red/blue).
	
	

	04
	Standard Accessories
	•   Front seat belts, tool kit, spare wheel, vehicle manuals, standard instruments and accessories.
	
	

	05
	Floor
	•   Floor shall not be punctured for installations.
•   Special moulded FG/ABS flooring base: 5–8 mm thick.
•   Floor covered with non-slip, non-staining, waterproof, washable coating comprising special resin, plastic flakes, transparent lamination — OR — imported antibacterial one-piece vinyl sheet 2–3 mm thick.
•   Flooring to cover all sides and gaps of cabinetry, making it completely watertight.
•   Special hard points for installation of chair, cabinet, bench, etc.
•   S/S 16 SWG sheet on floor under the stretcher area.
	
	

	06
	Partition Wall
	•   Partition wall between driver and patient compartment made of FG/ABS sheet, fixed with steel brackets to side walls.
•   Small window with built-in sliding glass for communication between driver and patient compartment.
	
	

	07
	Ceiling
	•   Designed and manufactured using moulded ABS material.
•   Moulded ABS spoiler on ceiling with internal LED lighting.
•   Long grip handle of SS/aluminium along full ceiling length, properly reinforced.
•   Two IV hooks with anti-swing belts (ceiling or side panel).
•   Air conditioning vents incorporated in ceiling for patient compartment.
	
	

	08
	Side Utility Vertical Panel
	Moulded ABS material, mounted on right side. Features:
•   Two O2 outlets.
•   O2 alarm system.
•   O2 cylinder changeover system with one pressure gauge for line pressure.
•   Switches and sockets for 12V DC & 220V AC.
•   Touch panel with LCD display.
Two panels total: one in driver cabin and one in EMT cabin. Rear cabin panel includes:
•   LCD temperature display of oxygen system.
•   Battery status display for two batteries.
•   Touch switches with LED indicators for: blue light, white cabin light, examination light, 220V inverter.
•   Switch and regulator for central suction.
•   Special electronic PCB with relay system installed.
	
	

	09
	Electrical Wiring
	•   Full wiring harness system — no joints or taping; all connector system.
•   Separate fuse box for each operation circuit.
•   All wires colour-coded and easily traceable.
•   Fire retardant, high temperature resistant insulation throughout.
•   Separate maintenance-free 40 Amp auxiliary battery for ambulatory compartment, charged via vehicle generator.
•   Imported 220V inverter, 300–400 watts, for ambulatory compartment.
	
	

	10
	Oxygen Supply System
	•   Brand new imported oxygen cylinders, 10-litre capacity, duly tested, certified, and filled by a government-approved company.
•   Low oxygen alarm and automatic changeover system.
•   Oxygen supply hose: resilient, reinforced plastic/rubber, retaining flexibility in temperatures up to 65°C, with brass sockets and connectors.
•   Imported pressure regulator (“Panel A”).
•   Oxygen delivered through two outlets on panel and one outlet over attendant bench (for additional patient), with flow-meters and face masks.
•   One pressure gauge on panel for line pressure monitoring.
	
	

	11
	One-Person Crew Seat
	•   Fixed to vehicle body at head end of patient.
•   Waist seat belt with best quality artificial leather/fabric.
•   Multiple adjustment levels for rotation.
•   Foldable armrest.
•   Automobile-grade foam.
	
	

	12
	Medical Cabinet
	Right-side of vehicle. High-quality non-staining, scratch-resistant, rust-proof, waterproof ABS material. Double-side finished moulded ABS doors and drawers, self-locking handles, self-closable imported surface hinges. No sharp edges. Four sections:
1. Oxygen Section:
•   Accommodates two M.F.-size O2 cylinders. Moulded ABS brackets with easy locking. Door with Plexiglas window. Internal light with door switch. Vinyl flooring in cabinet.
2. Drawers Section:
•   4–5 drawers (depending on vehicle size). S/S sheet material. Special self-closing & self-retaining catcher handle lock system — cannot open inadvertently during emergency driving.
3. Wash Basin Section:
•   Special moulded ABS wash basin with tap. Water reservoir 18–20 litres. Electric pump with auto cut-off switch (15-second timer). Rounded top edges and corners. One soap dispenser and one toilet roll holder.
4. Central Suction System:
•   Built-in central suction within side cabinetry for long-duration operations. 1-litre polycarbonate bottle, regulator, and gaugprojecvt
	
	

	13
	Warming Cabinet for I/V Fluids
	•   Thermostatically controlled cabinet to maintain I/V fluids at 37°C, enabling immediate use in emergency situations.
	
	

	14
	Side Cabinet (AED, Monitor, Suction)
	Completely ABS material, right side of vehicle, from end of main cabinet to full remaining length.
•   Top shelf with special brackets to accommodate AED, patient monitor, emergency bag, and search lights.
•   Lower shelf with space for suction unit.
•   One shelf with electrical socket for accessories.
	
	

	15
	Overhead Cabinet
	•   One overhead cabinet, ABS material, right side of vehicle, for general storage.
	
	

	16
	Main Automatic Loading Stretcher
	Auto/self-loading type stretcher. High-strength aluminium and stainless steel construction.
•   Adjustable height: 65–85 cm.
•   Back rest adjustable 0–65° via gas spring; swing-down side rails to protect patient during transfer.
•   Mechanical legs controlled by handles on both sides.
•   Single-person loading into ambulance.
•   Locking/fixing device when stretcher is inside vehicle.
	
	

	17
	Outside Design & Marking
	•   Reflecting tapes and the word ‘AMBULANCE’ on front, rear, and both sides.
•   Name of institution and Rescue 1122 on back, right & left sides, and roof.
•   Reflecting vinyl stickers (Panel A) as approved by the institution.
	
	

	18
	External & Internal Lights & Warning Devices
	•   Special FG spoilers on front and rear rooftop to accommodate emergency bar light and PA system.
•   PA siren/hooter system: minimum 150-watt output.
•   All external and internal lighting to be LED.
•   Two LED flood lights (min. 25W each) at rear, two on sides.
•   Two additional waterproof weather-resistant external surface-mounted lights on left and right sides.
•   Adequate internal lighting for night operations.
	
	

	19
	Intercom
	•   Internal communication system between driver cabin and ambulatory cabin via intercom.
	
	

	20
	Patient Database & Monitoring Software
	Special EMS software for patient data entry and real-time sharing with control room. Tablet included.
•   4G/LTE connectivity.
•   Vehicle GSM tracking.
•   360° panoramic IP camera in ambulatory compartment ceiling: IR range 8 m, resolution up to 4 MP. Ability to transmit patient vital signs to control room.
•   Tablet: 4G LTE, 8–10-inch touchscreen, rear camera 8 MP, front camera 5 MP, min. 4 GB RAM, 16 GB storage.
	
	

	21
	Dash Board LCD Screen
	1. 10″ Android Panel LCD with GPS & Camera Support
 Universal 10″ touchscreen display with built-in GPS navigation, Wi-Fi, Bluetooth, and Android OS
Supports front and rear camera input, maps apps, playlists, and more
 Can install navigation apps like Google Maps for real-time routing
Great for ambulances to show GPS + camera view together. 
2. 10″ Android Smart Car Multimedia Display
10″ HD touchscreen Android system with GPS, Bluetooth, Wi-Fi
 Supports camera feed input (front/rear) and navigation apps
Includes entertainment and connectivity features — useful if you want more than just navigation
Works well as a dashboard monitor for GPS + cameras
GPS/Navigation Support — Built-in GPS or Android OS with map apps.
Camera Inputs — Ability to connect one or more cameras (front & rear).
Touchscreen Interface — For easy control while driving.
Wide Voltage Range (12–24 V) — Compatible with ambulance power systems.
Split-Screen Support — Display GPS and camera feed together
	
	



SECTION B — SPECIALIZED MEDICAL EQUIPMENT

	S.No.
	Item Detail
	Specifications
	
	Rate

	21
	Patient Monitor
	•   Shockproof and waterproof.
•   8-inch colour TFT screen.
•   Parameters: ECG, SpO₂, NIBP, HR, TEMP, RESP — 7 waveforms.
•   Built-in rechargeable battery, 6-hour operating time.
•   720-hour trend data analysis.
•   Compact design for mobile monitoring. Car charger included.
•   Adult, paediatric, and neonatal accessories for all parameters.
•   Networkable with central monitoring system.
•   Weight ≤1.5 kg. Compact and water-resistant.
	
	

	22
	AED – Automated External Defibrillator (FDA/CE Certified)
	•   Audio and visual CPR prompts (‘Push Harder’, ‘Good Compressions’).
•   Biphasic technology. Maximum energy auto-programmed selection: 120J / 150J / 200J.
•   Consumer lithium batteries — 5-year shelf life, retail-available, not manufacturer-dependent.
•   Electrodes preferably reusable.
•   FDA and/or CE Certified.
	
	

	23
	Glucometer
	•   Glucometer with 50 test strips.
	
	

	24
	Portable Suction Unit
	•   Rechargeable battery-operated portable suction device.
•   Maintenance-free vacuum pump.
•   Autoclavable container with anti-overflow valve and effective closure system.
•   Techno-polymer body, easy to clean.
•   Maximum vacuum: 600 mmHg. Airflow: 23 L/min.
•   Bacteria filter, silicon & PVC tube, holding bracket, suction catheter.
	
	

	25
	Ultrasonic Nebulizer 
	•   Rechargeable battery. Mains and battery operation.
•   For upper and lower respiratory tract treatment (colds, asthma, respiratory disease).
•   Disinfectable. High nebulization capacity (>0.4 ml/min). Short inhalation time.
•   High proportion of respirable particles. High-frequency ultrasonic nebulization.
•   Replacement medication container. Automatic switch-off after 10 minutes.
•   Accessories: adult mask, children’s mask, extension tube, rechargeable battery, power adapter, protective bag.
	
	

	26
	Spine Board with Head Immobiliser (imported)
	•   Floatable spine board — reduces contamination risk during patient transport.
•   High-density, completely recyclable polyethylene moulded into a unique one-piece shell.
•   Exclusive head immobiliser designed for optimum head immobilization of traumatized patients.
	
	

	27
	Oxygen Concentrator alongwith inverter
CE
	Feature Specification Range 
Oxygen Flow Rate ~8-10 L/min continuous (some units up to 15 L/min) 
Oxygen Purity ~90 % – 96 % (medical grade standard) 
Operating Mode Continuous flow (critical for ambulances) 
Power Options AC mains (110/220 V), Vehicle DC (12 V/24 V) designed for ambulance electrical systems 
Oxygen Outlet Pressure Typically ~0.3 – 0.8 bar (4 – 11 psi) but some designs output higher for ventilators 
Noise Level ≤40 – 70 dB(A) depending on unit size 
Weight ~5 kg (compact models) up to ~40 kg (larger mobile units) 
Environmental Operates in typical ambulance interior conditions; some specified for up to high altitudes 
Continuous Run Capability 24/7 continuous with safeguards and alarms) 
Alarms Low Purity, High Temperature, High/Low Pressure 
Other Features Digital LCD, multi filter system, built in safety shutdown and maintenance alerts 
Certified FDA approved/ European Made.
Inverter
minimum 1500 watts continuous 
2000–2500 watts surge 
input: 
12V DC for pickups 
24V DC for vans/trucks 
output: 
220V AC 
150 Ah auxiliary battery 
alternator charging
automatic low-voltage cutoff 
overload protection 
heat protection
	
	

	28
	Pulse Oximeter
(CE certified)
	Hand Held Pulse Oximeter with soft probe and a protective silicon case.
	
	

	29
	Venomous extractor
	Mechanism: Manual vacuum pump (single-handed operation).
Suction Strength: Approximately 750 to 800 millibars.
Material: Usually constructed of durable plastic (ABS, PC, or PP).
Portability: Compact and lightweight, often weighing between 90g and 155g (approx. 3-5 oz).
Reusable: Designed for multiple uses.
	
	

	30
	Chest extrication device
	Material: Tough, vinyl-coated nylon, designed for durability and ease of cleaning.
Components: Vest-type wrap-around design with built-in, color-coded, nylon webbed straps (secured by snap-lock buckles), two head straps, and a head pad.
Weight: 3 kg (6.6 lb) to 4.5 kg (10 lb).
	
	

	31
	









Cervical Color

	1 Type of Device Adjustable Cervical Collar for pre-hospital trauma care 
2 Purpose Immobilization of cervical spine in trauma or accident patients 
3 Material Lightweight high-density polyethylene or foam padded plastic 
4 Design Adjustable multi-size design (single collar adjustable for different neck sizes) 
5 Sizes Adult, Pediatric, or Universal adjustable size 
6 Padding Soft foam padding for patient comfort and skin protection 
7 Airway Access Large trachea opening for airway management and monitoring 
8 Radiolucency X-ray / CT scan compatible (radiolucent material) 
9 Fastening Velcro strap or secure locking system 
10 Cleaning Easy to clean and disinfect or single-patient disposable type 
11 Weight Lightweight for easy use in emergency conditions 
12 Standards Compliance with international EMS / medical device standards 
13 Certification CE Mark / FDA approved 
14 Use Environment Suitable for ambulance, rescue, and pre-hospital trauma care

	
	

	32
	





Laryngoscope
	1 Type of Equipment Laryngoscope Set for Airway Management 
2 Purpose Visualization of the larynx for endotracheal intubation during emergency care 
3 Handle Stainless steel handle with battery-powered illumination 
4 Light Source LED or Xenon high-intensity light source 
5 Blade Type Macintosh (curved) and Miller (straight) blades 
6 Blade Sizes Minimum 4 blades (e.g., sizes 0, 1, 2, 3, 4) suitable for neonatal, pediatric, and adult patients 
7 Material Medical-grade stainless steel blades 
8 Sterilization Autoclavable blades 
9 Power Source Rechargeable or standard batteries compatible with ambulance use 
10 Connection Standard hook-on or fiber optic system

	
	



SECTION C — SURGICAL & EMERGENCY KITS

	S.No.
	Item Detail
	Specifications
	
	Rate

	33
	Burn Kit (in Box)
	Burn kit contents:
•   Sofratule — 5 packs
•   Water gel / burn gel dressings 10×10 cm — 5 Nos.
•   Sterilized gauze 4×4 — 5 Nos.
•   Silver sulfasalazine cream — 2 Nos.
•   Xylocaine gel — 2 Nos.
•   Burn lotion — 2 Nos.
•   Burn sheets — 2 Nos.
•   Bandages size 4” — 4 Nos.
•   Angular scissor — 1 No.
•   Medical tape size 1” — 2 Nos.
	
	

	34
	Amputation Kit (in SS Tray)
	Packed in stainless steel tray:
•   Saw cutter — 1 No.
•   Needle holder — 1 No.
•   Artery forceps — 2 Nos.
•   Toothed forceps — 1 No.
•   Tissue scissor — 1 No.
•   Sponge holder — 1 No.
•   Dressing scissor — 1 No.
•   Crepe bandages small & large — 2 each
•   Gauze packs large — 4 Nos.
•   Silk 2/0 & size 1 with needle — 2 each
•   Tourniquets — 4 Nos.
•   Inj. Xylocaine — 5 Nos.
•   Inj. Sosegon — 2 Nos.
•   Inj. Dicloran — 2 Nos.
•   Inj. Maxolon — 2 Nos.
•   Inj. Distilled Water — 4 Nos.
•   Disposable syringes 5cc & 10cc — 5 each
•   Antiseptic wipes — 1 box
•   Quick Clot (immediate bleeding control) — 1 No.
•   Haemostatic gauze — 1 box (50 pcs)
	
	

	35
	One Airway Management Bag
	Strong waterproof PVC-coated washable red parachute cloth, yellow reflective strips, Rescue 1122 printed, with appropriate compartmentalisation. Contents:
•   Ambu bag with special valves — limits excessive gas flow, reduces gastric insufflation risk. (Panel A)
•   Hand-operated manual suction apparatus — CE Certified.
•   One portable BP apparatus (mercury base) with stethoscope.
•   Silicon laryngeal masks — 3 variable sizes with transparent tube (3 of each size).
•   One professional LED torch.
•   Colour-coded airways, assorted sizes — 1 set.
•   Mouth opener.
•   Sterilized disposable gloves — 4 pairs.
•   Contaminant bags — 4 Nos.
	
	

	36
	Trauma First Aid Bag (Rucksack Type)
	Strong waterproof PVC-coated washable red parachute cloth, yellow reflective strips, Rescue 1122 printed, rucksack design with appropriate placement. Contents:
•   Wooden splints — 2 Nos.
•   Crepe bandage 4” — 1 No.; 6” — 1 No.
•   Normal Saline 0.9% — 1 No.
•   Pyodine solution — 1 No.
•   Dressing scissor — 1 No.
•   Pyodine powder — 1 No.
•   4×4 gauze pads — 4 Nos.
•   Sticking plaster 1” — 2 Nos.
•   Antiseptic wipes — 1 box.
	
	

	37
	One Folding Stretcher (Two-Fold)
	•   Frame: 1¼” round lightweight aluminium alloy.
•   Bedding area: strong water-resistant PVC-coated washable orange parachute cloth, Rescue 1122 printed.
•   Comes with special carrying bag made of parachute material.
	
	



SECTION D — RESCUE EQUIPMENT

	S.No.
	Item Detail
	Specifications
	
	Rate

	38
	Rescue Equipment
	Rescue equipment to be stored within vehicle:
•   Two full-body rescue harnesses with front D-ring loop near waist and back ring between shoulder blades. (EN/CE Certified)
•   One figure-of-eight descender & two D-rings, aluminium alloy, approx. 30 kN. (EN/CE Certified)
•   Two static rappelling ropes: 11 mm dia., 45 m length, min. 35 kN tenacity. (EN/CE Certified)
•   Rope rollers for rope protection against sharp edges.
•   Two leather abseiling/repelling gloves.
•   One floatable safety rope: 8 mm dia., 45 m length. (EN/CE Certified)
•   Two general-purpose nylon ropes: 11 mm dia., 20 m length each.
•   Two orange life jackets with reflecting tape for water rescue — 15–20 lb buoyancy, Rescue 1122 printed front and back.
•   One safety bosun’s chair.
•   One SS fireman’s axe with flat head and insulated handle.
•   One jumping sheet 12×12 ft., high-grade thread stitching, 12 mm thick nylon rope hand-grips for 6–8 persons.
•   One crow bar: 5 ft. length, 30 mm dia., pointed and flat heads.
•   Two multipurpose full-face reusable smoke masks in separate cases.
•   One emergency rechargeable LED long-range search lights — 1-year warranty.
•   Electric winch, 3-ton capacity, installed at appropriate mounting point.
	
	



SECTION E — ADDITIONAL ACCESSORIES & GENERAL ITEMS

	S.No.
	Item Detail
	Specifications
	
	Rate

	39
	Additional Accessories
	•   One portable aluminium oxygen cylinder, approx. 2-litre capacity, with flow-meter in carrying bag with re-filling valve.
•   One BP apparatus — wall-mounted, large dial type 5/6”, adult & paediatric cuffs, imported (Panel A, with stethoscope)
•   •   One mercury thermometer. Ampule & syringe cutters.
•   Two personal EMT kits (belt-attachable): 1 scissor, 1 forceps, 1 pen light, 1 face mask, 1 CPR mask, 1 tourniquet each.
•   Plastic urinals — male and female, 1 each.
•   Disposable gloves 100-piece — 2 boxes. Disposable CPR masks — 10 Nos. Tissue paper boxes — 2 Nos.
•   One multi-purpose tool (hardened steel): saw, can opener/grasper, bolt opener, ultra-sharp trimmer knife, oxygen bottle opener, angle cutter, scraper.
•   One seat belt cutter with hard-impact glass breaker.
•   Collapsible safety cones with reflectors.
•   Triage ribbons in waist pouch with belt.
	
	

	40
	General Items
	•   Caution sign tape rolls — 3 Nos.
	
	

	41
	Fire Extinguisher
	•   6 kg dry chemical powder type, placed in special moulded mounting case.
	
	

	42
	Trash Box
	•   Stainless steel, 6–8 litre capacity, floor-mounted, with plastic removable and washable inner lining.
	
	



Annex-B

b). Liquidated Damages /Penalty

i) Wherein the Supplier entirely fails to complete deliveries as per purchase order and within the stipulated time frame specified in the Schedule of Requirements, the Contract to the extent of non-delivered portion of supplies shall stand cancelled.
ii) After the cancellation of the Contract no supplies shall be accepted and the amount of Performance Guaranty/ Security to the extent of non– delivered portion of supplies shall be forfeited.
ii) If the Supplier fails to supply the whole consignment and not able to deliver to any destination, the entire amount of Performance Guaranty/ Security shall be forfeited to the Government account and the firm shall be blacklisted minimum for two years for future participation.
iv) The exact time frame for making supplies with and without penalty shall be indicated in subsequent purchase orders.
v) In case of late delivery of goods beyond the periods specified in the Schedule of Requirements and subsequent purchase order, a penalty as per Bid Data Sheet
vi) Extension in the delivery period (if any) will be considered by the Purchaser on case-to-case basis and strictly in accordance with provisions of KPPRA Procurement of Goods, Works and Services Rules, 2014 and as deemed appropriate by the procuring entity.

c) [bookmark: c)_Incidental_Services]Incidental Services
The bidders are required to either incorporate or quote separately the costs of following incidental services being part of the contract, if applicable.
i) Transportation: Equipment and supplies will be delivered up to the place of installation / final destination by the bidder at his cost and mode of transportation including loading / unloading.
ii) Insurance: All insurance charges will be borne by the supplier.

d) [bookmark: d)_Warranty]Warranty
The supplier/original manufacturer will provide comprehensive warranty (on Judicial E-Paper) of free after sales service, maintenance, replacement of parts, and working of the equipment for one year (where applicable) from the date of installation/test-run.

d) [bookmark: d)_Additional_instructions_(If_applicabl]Additional instructions (If applicable)

i. Please clearly indicate the country of origin, wholly or parts, etc.
ii. Indicate place/port of shipment.
ii.   Any state licensing or permission of export/sales/use requirements will be the responsibility of the supplier/manufacturer. Department will not be responsible for any refusal, penalty or delay in this regard.
iv. Complete literature on working, installation, circuiting, maintenance to be provided in English language, with the equipment.
v. Comprehensive training of working of the equipment and normal /minor repair, trouble-shooting will be arranged by the supplier/ manufacturer, for at least two working staff, (doctor/technician) at the manufacturers location, prior to shipment/ installation (for complex and high tech equipment).

Annex. C Purchase Order.
(Specimen Sample of Purchase Order)


	[image: ]
	
Name of the Head…………………………………
Name of Procuring Entity………………………..
GOVERNMENT OF KHYBERPAKHTUNKHWA



	1
	Purchase Order No
	

	
	Date
	

	2
	Firm Name
	

	3
	Firm’s Address
	

	4
	Firm Contact No
	

	5
	Conditions of the Contract:
	As already communicated in the Standard Bidding Document

	6
	Particulars of Stores:
	As per detail given below



	
Item No.
	Item Name
	
Approved Specifications
	Unit Price in PKR
(As per contract)
	
Quantity
	
Total Cost (PKR)

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	



Additional instructions (if any):
1.

2.

3.




Signature Authorized Staff

SECTION-IV STANDARD FORMS

BID COVER SHEET (On firm’s letterhead)
BID FORM 1: Letter of Intention (On firm’s letter head)
BID FORM 2: Affidavit (Stamp Paper)
BID FORM 3(A): Eligibility of the Bidders & Goods (letterhead)

BID FORM 3(B): Manufacturer’s Authorization (Firm’s letterhead)

BID FORM 4: Firm’s Past Performance (On firm’s letterhead)
BID FORM 5: Price Schedule (on Firm’s letterhead)
BID FORM 6: Performance Guarantee (firm’s letterhead)

Contract Agreement Template



[bookmark: BID_COVER_SHEET]BID COVER SHEET

Bid Ref.No.------------------------	Date----------------------------

Name of the Supplier/Firm Contractor:	-

Address: 	

E-mail:	Phone:	Facsimile: 	

Bid Security.
Bid Security attached with Financial Bid	YES	NO

Bid for:
⁯: All Items mentioned in the Schedule of Requirements.
⁯: Selected Items from the Schedule of Requirements1.
List of Selected Items: (In case the Bidder has opted to bid for Selected Items, please type the Serial No2. and the name of the Items selected for Bidding. Use additional Sheets if Required)

	S. No.
	Name of the Item

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



Signed:
Dated:
Official Stamp:
Attachment3: ⁯Original receipt for the purchase of the bidding documents.
⁯

BID FORM 1

Bid Ref No.
Date of the Opening of Bids Name of the Contract: { Add name e.g. Printing } To: [Name and address of Procuring Entity] Dear Sir/Madam,


Letter of Intention

Having examined the bidding documents, including Addenda Nos.[insert numbers & Date of individual Addendum], the receipt of which is hereby acknowledged, we, the undersigned, offer to supply and deliver the Goods under the above-named Contract in full conformity with the said bidding documents and at the rates/unit prices described in the price schedule or such other sums as may be determined in accordance with the terms and conditions of the Contract. The above amounts are in accordance with the Price Schedules attached herewith and are made part of this bid.
We undertake, if our bid is accepted, to deliver the Goods in accordance with the delivery schedule specified in the schedule of requirements.
If our bid is accepted, we undertake to provide a performance security/guaranty in the form, in the amounts, and within the times specified in the bidding documents.
We agree to abide by this bid, for the Bid Validity Period specified in the Bid Data Sheet and it shall remain binding upon us and may be accepted by you at any time before the expiration of that period.
Until the formal final Contract is prepared and executed between us, this bid, together with your written acceptance of the bid and your notification of award, shall constitute a binding Contract between us.
We understand that you are not bound to accept the lowest or any bid you may receive.
We undertake that, in competing for (and, if the award is made to us, in executing) the above contract, we will strictly observe the laws against fraud and corruption in force in Pakistan.
We confirm that we comply with the eligibility requirements as per ITB clauses 18 &19 of the bidding documents.

Dated this [insert: number] day of [insert: month], [insert: year].


Signed: In the capacity of [insert: title or position]
Duly authorized to sign this bid for and on behalf of [insert: name of Bidder]




[bookmark: BID_FORM_2]BID FORM 2

I/We, the undersigned solemnly state that:



[bookmark: AFFIDAVIT]AFFIDAVIT


1) We have read the contents of the Bidding Document and have fully understood it.

2) The Bid being submitted by the undersigned complies with the requirements enunciated in the bidding documents.
3) The Goods that we propose to supply under this contract are eligible goods within the meaning of Clause 18 of the ITB.
4) The undersigned are also eligible Bidders within the meaning of Clause 19 of the ITB of the Standard Bidding Documents.
5) The undersigned are solvent and competent to undertake the subject contract under the Laws of Pakistan.
6) The undersigned have not paid nor have agreed to pay, any Commissions or Gratuities to any official or agent related to this bid or award or contract.
7) The undersigned are not blacklisted or facing debarment from any Government, or its organization or project.
8) The undersigned has no dispute anywhere in the province regarding supplies.

We affirm that the contents of this affidavit are correct to the best of our knowledge and belief.

Signed

[bookmark: Note:_The_affidavit_must_be_on_judicial_]Note: The affidavit must be on judicial e-stamp paper of Rs.500 by the Executive of the Firm & attested by Oath Commissioner.





BID FORM3(A)


Name of the Firm Bid Reference No:


Date of opening of Bid.

Documentary Evidence: Eligibility of the Bidders and Goods
	Required Documentation (To Be Filled by the Procuring Entity)
	Checklist4
(To be initialed by the Bidder
against each document)
	Relevant Page Number5 in the Bid (To be filled by the Bidder)
	Supporting Documents6
(To be filled by the Bidder with name of the documents that are submitted
to meet the requirement)

	Column:1
	Column:2
	Column:3
	Column:4

	As mentioned above
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	









4 Bidders should only initial against those requirements that they are attaching with the form 3(a). In case they do not have any document to attach the corresponding cell in column 2 should be left blank.
5Bidders are required to mention the exact page number of relevant document placed in the Bid. 6Bidders are advised to attach all Supporting documents with this form in the order of the requirement as mentioned in column 1. 7Bidders are required to furnish a certificate to the effect that their firm is free from child labor and having standard child labor free policy.



BID FORM 3(B)


MANUFACTURER’S AUTHORIZATION8



To: [Name &Address of the Procuring Entity]

WHEREAS [name of the Manufacturer] who are established, reputable manufacturers of [name and/or description of the goods] having factories at [address of factory] do hereby authorize [name and address of Supplier/ Agent] to submit a bid, and subsequently negotiate and sign the Contract with you against the Invitation for Bids (IFB) No. [Reference of the Invitation to Bid] for the goods manufactured by us.

We hereby extend our full guarantee and warranty as per Clause 15 of the General Conditions of Contract for the goods offered for supply by the above firm against this Invitation for Bids.



Signature::	- Designation:		- OfficialStamp: 			







8This letter of authority should be on the letterhead of the Manufacturer and should be signed by a person competent and having the power of attorney to bind the Manufacturer. It should be included by the Bidder in its bid.




[bookmark: BID_FORM_4]BID FORM 4

Firm’s Past Performance9.
Name of the Firm: Bid Reference No:
Date of opening of Bid:

Assessment Period: (One Year as per Evaluation Criteria)

	Name of the Purchaser/Institution
	Purchase Order No.
	Description Of Order
	Value of Order
	Date of Completion
	Purchaser’s10 Certificate

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	












9 Bidders may use additional Sheets if required.
10 All certificates are to be attached with this form.




[bookmark: BID_FORM_5]BID FORM 5
Price Schedule
(To be provided to the Procuring Entity)

User Note:	This form is to be filled by the Bidder and shall submit with Financial Proposal to the.

Name of the Firm:

Bid.Ref.No:

Date of opening of Bid.
	S.
No
	Name of the Item
	Unit Price (inclusive all applicable taxes)
	No. of Units
	Total Price
	Discounts (if any only at the time of bid opening given in
quoted bid)
	Final Total Price (Inclusive of all taxes)

	1
	2
	3
	4
	5
	6
	7

	
	
	
	
	3*4
	
	5-6

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	
	TOTAL
	



A) FINAL TOTAL PRICE: 	

B) DISCOUNT11: 	

C) FINAL QOUTED PRICE:	(C=A-B)


Signature:			 Designation:			 Date: 	

Official Stamp: 	


11 If a Bidder does not wish to offer an item wise discount but intends to offer an overall discount to its quoted price that should be mentioned here.


[bookmark: BID_FORM_6]BID FORM 6

[bookmark: Performance_Guarantee]Performance Guarantee

To: [Name & Address of the Procuring Entity]
Whereas [Name of Supplier] (hereinafter called “the Supplier”) has undertaken, in pursuance of Contract No.[number] dated [date] to supply [description of goods] (hereinafter called “the Contract”).
AndwhereasithasbeenstipulatedbyyouinthesaidContractthattheSuppliershallfurnishyouwith a Bank Guarantee by a scheduled bank for the sum of 10% of the total Contract amount as a Security for compliance with the Supplier’s performance obligations in accordance with the Contract.
And whereas we have agreed to give the Supplier a Guarantee:

Therefore we hereby affirm that we are Guarantors and responsible to you, on behalf of the Supplier, up to a total of [Amount of the Guarantee in Words and Figures] and we undertake to pay you, upon your first written demand declaring the Supplier to be in default under the Contract and without cavil or argument, any sum or sums within the limits of [Amount of Guarantee] as aforesaid, without your needing to prove or to show grounds or reasons for your demand or the sum specified therein.

This guarantee is valid until the	day of	,200



Signature and Seal of the Guarantors/

Bank Address Date
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CONTRACT AGREEMENT

THIS CONTRACT (hereinafter termed as “Contract” is entered into, signed and executed at Peshawar on this –On dated ………… .

BETWEEN

Name of Procuring Entity (DG-1122), Government of Khyber Pakhtunkhwa Pakistan having its office situated at ERS (Rescue1122) Head Quarter, Near Peshawar Press Club, Opposite Peshawar Cantt. Hereinafter shall be termed as “PURCHASER”, which expression shall include the successors in office, permitted assigns and legal representatives.
      
AND    

M/s ………………………………. a firm duly registered with Income Tax and Sales Tax departments having NTN No. -------- & GST No. ------and has never been declared as defaulter by any authority or forum, having its registered office at………………… (Hereinafter referred to as “SUPPLIER”, which expression shall, unless repugnant to the context or meaning thereof, be deemed to mean and include its successors in interests, administrators and/or assignees)

WHEREAS the Purchaser invited rates for purchase of uniform  and has accepted the following rates by the Supplier for the supply of requisite item, quantities, delivery schedule & rate of liquidated damages in case late deliveries of equipment: -

	Sr.#
	Bidder Name
	Item Name
	Quantity
	Brand/Model

	Contract Price (inclusive of applicable taxes) 


	
	
	
	
	
	




NOW THIS AGREEMENT WITNESSETH AS FOLLOWS

1. Both the parties of this Contract hereby agree that the following documents shall be read, understood and constructed as an essential and fundamental part of this Contract:

a) The General & special Conditions of Contract
b) The Schedule of Requirements. 			
c) The Technical Specifications.				
d) The Price Schedule submitted by the Bidder.	
e) The Performance Guarantee.
f)  The Procuring agency’s Notification of Award.		

2.   In this Contract words and expressions shall have the same meanings as are respectively assigned to them in the General Conditions of this Contract hereinafter referred to as “Contract”:

3. This contract shall remain valid till the completion of the project. However, the period identified for warranty shall be dealt as per the prescribed requirement without having any reference to contract validity. The said requirement shall be agreed through separate stamp paper.

4. In consideration of the payments to be made by the Purchaser to the Supplier as hereinafter mentioned, the Supplier hereby covenants with the Purchaser and shall be bound to provide the Goods or services set right, resolve, redress, remedy, and cure the complaints, deficiencies, defect(s), shortcomings, or flaw(s) therein in conformity with the provisions of the Contract, failing which, the payments or charges shall be withheld, accordingly, and no additional cost shall be made to the Supplier. 

5. The Purchaser hereby covenants to pay the Supplier in consideration of the provision of the goods and services and the remedying/resolving of defects therein, the Contract Price or such other sum as may become payable under the provisions of the contract at the times and in the manner prescribed by the Contract.

IN WITNESS where of the parties hereto have caused this Agreement to be executed in accordance with their respective laws the day and year first above written.

P A R T I E S 
1st Party                                                                           2nd Party
	Procuring entity/Purchaser’
	 M/S Supplier/Fabricator’ 


	
	

	Name: 
Designation: 
CNIC: 
	Name: 
Designation: 
CNIC:  
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